JG 09 (zyl.
Uvrtna spognig:l, IZut 90° HANSA[/FLEX

Karakteristike

Podrugje primjene  Primjene u pneumatici, vakuumskoj tehnici i
prehrambenoj ind.

- L2 -
i
—K] H” .
Prikljudak 1 BSP vanjski navoj, cilindri¢ni )
Oblik brtve 1 oklopljeni O-prsten na uvrtnom nastavku *
Priklju¢ak 2 Uti¢ni kol¢ak } 1
Oblik izrade Kutevi 90° S0 [‘%
Izvedba Uvrtna spojnica I
. QR
Boja crna l I'I'
Mediji zrak -5
tekuci mediji
inertni plinovi npr. N2/CO2
Materijal Tijelo od acetal-kopolimera; O prsten od nitrila
Artikl
Naziv @ d2 G1 i L1 L2 SW
(mm) (mm) (mm) (mm) (mm)

JG090411E 4 G 1/8"-28 55 30,0 24,0 14
JG090412E 4 G 1/4"-19 8,0 31,0 24,0 17
JG090511E 5 G 1/8"-28 55 30,0 24,0 14
JG090512E 5 G 1/4"-19 8,0 31,0 24,0 17
JG 0906 11E 6 G 1/8"-28 5,5 34,0 27,0 15
JG090612E 6 G 1/4"-19 8,0 35,0 27,0 17
JGO090811E 8 G 1/8"-28 55 36,0 30,0 17
JG090812E 8 G 1/4"-19 8,0 37,0 30,0 17
JG 090813 E 8 G 3/8"-19 9,5 37,0 30,0 22
JG091012E 10 G 1/4"-19 8,0 42,0 35,0 20
JG091013 E 10 G 3/8"-19 9,5 42,0 35,0 22
JG091014 E 10 G 1/2"-14 12,5 42,0 35,0 27
JG091213 E 12 G 3/8"-19 9,5 50,0 44,0 26
JG091214 E 12 G 1/2" -14 12,5 50,0 44,0 30
JG091513 E 15 G 3/8"-19 11,3 65,5 50,6 22
JG091514 E 15 G 1/2"-14 14,5 65,5 50,6 27
JG091814 E 18 G 1/2"-14 14,5 77,0 59,7 27
JG092214 E 22 G 1/2"-14 14,5 82,0 66,0 27
JG 092216 E 22 G 3/4" -14 17,0 83,6 66,0 37

dimenzije koje nedostaju na upit

Pribor

JG 18 8  Sigurnosni prsten za uti¢nu spojnicu
JG 19 E Zastitna kapica za uti¢nu spojnicu

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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