2 OK
2-usna stezaljka HANSA[/FLEX

Karakteristike
Podrugje primjene  Pri¢vrScéenja crijeva u podrudju niskog tlaka
Materijal Celik

PovrSinska zastita  galvanski premaz

Artikl
Naziv Podrucje zatezanja (mm) Sirina trake
(mm)
2 OK 5-7 5-7 6,0
20K 7-9 7-9 6,0
2 OK 9-11 9-11 6,5
2 0K 11-13 11-13 6,5
2 OK 13-15 13-15 7,0
2 OK 14-17 14 -17 7,0
2 OK 15-18 15-18 7,5
2 OK 17-20 17-20 7,5
2 OK 18-21 18- 21 8,0
2 OK 20-23 20-23 8,0
2 OK 22-25 22-25 8,5
2 OK 23-27 23-27 8,5
2 OK 25-28 25-28 9,0
2 OK 28-31 28 - 31 9,0
2 OK 31-34 31-34 9,5
2 OK 34-37 34-37 9,5
2 OK 37-40 37-40 10,0
2 OK 40-43 40 - 43 10,0
2 OK 43-46 43 - 46 10,0

Varijante proizvoda
20K VC  2-usna stezaljka, sjajno pocin¢ana
2 OKVA  2-udna stezaljka, Oplemenjeni Celik

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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