ESK W2
Obujmica crijeva HANSA[/FLEX

Karakteristike
Izvedba Obujmice s puznim navojem

Dodatak kod izvedbe ~ Sesterokutni vijak s prorezom

Materijal Oplemenijeni ¢elik 1.4016

Napomena
Vijak od ¢elika pocin¢an i Zuto kromatiran.

Artikl
Podrucje zatezanja (mm) Sirina trake
(mm)
ESK 08-12 W2 8-12 9,0
ESK 10-16 W2 10-16 9,0
ESK 12-20 W2 12-20 9,0
ESK 16-25 W2 16 - 25 9,0
ESK 20-32 W2 20-32 9,0
ESK 25-40 W2 25-40 9,0
ESK 32-50 W2 32-50 9,0
ESK 40-60 W2 40 - 60 9,0
ESK 50-70 W2 50-70 9,0
ESK 60-80 W2 60 - 80 9,0
ESK 70-90 W2 70-90 9,0
ESK 80-100 W2 80 - 100 9,0
ESK 90-110 W2 90 - 110 9,0
ESK 100-120 W2 100 - 120 9,0
ESK 110-130 W2 110 - 130 9,0
ESK 120-140 W2 120 - 140 9,0
ESK 130-150 W2 130 - 150 9,0
ESK 12 16-25 W2 16 - 25 12,0
ESK 12 20-32 W2 20-32 12,0
ESK 12 25-40 W2 25-40 12,0
ESK 12 32-50 W2 32-50 12,0
ESK 12 40-60 W2 40 - 60 12,0
ESK 12 50-70 W2 50-70 12,0
ESK 12 60-80 W2 60 - 80 12,0
ESK 12 70-90 W2 70-90 12,0
ESK 12 80-100 W2 80 - 100 12,0
ESK 12 90-110 W2 90 - 110 12,0
ESK 12 100-120 W2 100 - 120 12,0
ESK 12 110-130 W2 110 - 130 12,0

Varijante proizvoda
ESK Obujmica crijeva, Oplemenjeni Celik 1.4301

Pribor
SCHRAUBENDR  Odvijag, savitljiv

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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