TRP FS
Pritisna armatura, BES HANSA[/FLEX

Karakteristike

Prikljuéak 1 Nastavci cijevi

Oblik brtve 1 Spoj za narezni prsten
Kratica BES

Norma 1ISO 8434-1

Opseg isporuke Pritisna nazuvica + pritisni podnozak
Materijal Celik

Povrdinska zastita  galvanski premaz

Napomena
Narezni prsten potrebno je zavr§no montirati na kaljenom nastavku za predmontazu (VOM...).

Artikl
Veli¢ina

TRP 04 FS 5 3 3/16" S 8,0 59,0 14
TRP 06 FS 6 4 1/4" S 10,0 67,0 14
TRP 06 FS 04 6 4 1/4" S 8,0 65,0 14
TRP 06 FS 08 6 4 1/4" S 12,0 68,0 17
TRP 08 FS 8 5 5/16" S 12,0 71,0 17
TRP 08 FS 06 8 5 5/16" S 10,0 70,0 17
TRP 10 FS 10 6 3/8" S 14,0 79,0 19
TRP 10 FS 06 10 6 3/8" S 10,0 75,0 19
TRP 10 FS 08 10 6 3/8" S 12,0 77,0 19
TRP 13 FS 12 8 1/2" S 16,0 87,0 24

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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