GA
Strugat, GA HANSAVFLEX

Karakteristike
lzvedba Strugac

Brzina klizanja max. 0,5 m/s

Temperatura min. -30 °C

Temperatura max. 100 °C

Mediji Mineraina ulja Toleranz | Tolerance
Emulzije vode d 5] L
Montaza presva se u utvoreni utor hid HE +3.2ﬂ
Materijal (1) Cahura: Celik
(2) Strugac: 90° Shore A NBR
Primjena Hidraulika
Opis

potrebno malo mjesta
Nema prodiranja prljavstine preko vanjskog metalnog prstena.
jednostavno rjiesenje.

Napomene uz narudZbu
Obratite nam se kod posebnim pogonskih uvjeta (tekuéina, temperatura, tlak ...).
Mogué je i drugi materijal: FPM.

Artikl
Utori prema

GA 10 16-3 10 16,0 - 3,0 4,5 -

GA 10 19-3 10 18,9 - 2,9 5,0 -

GA 10 20-5 10 20,0 - 5,0 8,0 -

GA 12 18-3 12 18,0 - 3,5 5,0 -

GA 12 20-4 12 20,0 - 4,0 6,0 -

GA 12 22-5 12 22,0 - 5,0 8,0 -

GA 14 20-3 14 20,0 - 3,0 4,5 -

GA 14 22-3 14 22,0 - 3,0 4,0 -

GA 16 22-3 16 22,0 - 3,0 4,0 -

GA 16 26-5 16 26,0 - 5,0 8,0 -

GA 18 28-5 18 28,0 - 5,0 7,0 -

GA 18 28-7 18 28,0 - 7,0 10,0 1ISO 5597
GA 20 26-3 20 26,0 - 3,5 5,0 -

GA 20 28-3 20 28,0 - 3,5 5,0 -

GA 20 28-5 20 28,0 - 5,0 7,0 -

GA 20 30-4 20 30,0 - 4,0 6,0 -

GA 20 30-5 20 30,0 - 5,0 8,0 -

GA 20 30-7 20 30,0 - 7,0 10,0 1ISO 5597
GA 20 35-7 20 35,0 - 7,0 10,0 -

GA 22 28-5 22 28,0 - 5,0 9,0 -

GA 22 30-4 22 30,0 - 4,0 7,0 -

GA 22 32-5 22 32,0 - 5,0 7,0 -

GA 22 32-7 22 32,0 - 7,0 10,0 1ISO 5597
GA 22 35-5 22 35,0 - 50 8,0 -

GA 25 35-5 25 35,0 - 5,0 8,0 -

GA 25 35-7 25 35,0 - 7,0 10,0 1ISO 5597
GA 28 38-5 28 38,0 - 5,0 8,0 -

GA 28 38-7 28 38,0 - 7,0 10,0 -

GA 28 40-7 28 40,0 - 7,0 10,0 -

GA 30 40-5 30 40,0 - 5,0 8,0 -

GA 30 40-7 30 40,0 - 7,0 10,0 -

GA 30 45-5 30 45,0 - 5,0 8,0 -

GA 32 40-4 32 40,0 - 4,0 7,0 -

GA 32 42-5 32 42,0 - 5,0 7,0 -

GA 32 42-7 32 42,0 - 7,0 10,0 -

GA 32 45-4 32 45,0 - 4,0 8,0 -

GA 32 45-7 32 45,0 - 7,0 10,0 -

GA 33 43-5 33 43,0 - 5,0 8,0 -
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GA
Strugat, GA HANSAVFLEX

Artikl
Utori prema

GA 35 45-5 35 45,0 - 5,0 8,0 -

GA 35 45-7 35 45,0 - 7,0 10,0 1ISO 5597
GA 35 47-7 35 47,0 - 7,0 10,0 -

GA 36 45-7 36 45,0 - 7,0 10,0 -

GA 36 46-5 36 46,0 - 5,0 8,0 -

GA 3747 -5 37 - 47 5,0 - -

GA 38 48-7 38 48,0 - 7,0 10,0 -

GA 40 50-5 40 50,0 - 5,0 8,0 -

GA 40 50-7 40 50,0 - 7,0 10,0 1ISO 5597
GA 40 52-5 40 52,0 - 50 8,0 -

GA 42 52-7 42 52,0 - 7,0 10,0 -

GA 45 55-7 45 55,0 - 7,0 10,0 1ISO 5597
GA 45 60-7 45 60,0 - 7,0 10,0 -

GA 48 60-7 48 60,0 - 7,0 10,0 -

GA 50 56-5 50 56,0 - 5,0 8,0 -

GA 50 60-5 50 60,0 - 5,0 8,0 -

GA 50 60-7 50 60,0 - 7,0 10,0 1ISO 5597
GA 50 65-5 50 65,0 - 5,0 8,0 -

GA 50 65-7 50 65,0 - 7,0 10,0 -

GA 52 62-7 52 62,0 - 7,0 10,0 -

GA 55 63-7 55 63,0 - 7,0 10,0 -

GA 55 65-7 55 65,0 - 7,0 10,0 -

GA 55 70-7 55 70,0 - 7,0 10,0 -

GA 55 80-5 55 80,0 - 50 8,0 -

GA 56 65-7 56 65,0 - 7,0 10,0 -

GA 56 66-5 56 66,0 - 5,0 8,0 -

GA 56 66-7 56 66,0 - 7,0 10,0 1ISO 5597
GA 60 70-5 60 70,0 - 5,0 7,0 -

GA 60 70-7 60 70,0 - 7,0 10,0 -

GA 60 74-5 60 74,0 - 5,0 8,0 -

GA 60 75-7 60 75,0 - 7,0 10,0 -

GA 63 75-7 63 75,0 - 7,0 10,0 -

GA 63 83-5 63 83,0 - 50 8,0 -

GA 65 75-7 65 75,0 - 7,0 10,0 -

GA 70 80-5 70 80,0 - 50 7,0 -

GA 70 80-7 70 80,0 - 7,0 10,0 1ISO 5597
GA 75 85-7 75 85,0 - 7,0 10,0 -

GA 75 87-5 75 87,0 - 5,0 7,0 -

GA 80 90-7 80 90,0 - 7,0 10,0 1ISO 5597
GA 85 95-7 85 95,0 - 7,0 10,0 -

GA 90 100-5 90 100,0 - 50 7,0 -

GA 90 100-7 90 100,0 - 7,0 10,0 1ISO 5597
GA 95 105-7 95 105,0 - 7,0 10,0 -

GA 100 110-5 100 110,0 - 5,0 7,0 -

GA 100 110-7 100 110,0 - 7,0 10,0 -

GA 105 115-7 105 115,0 - 7,0 10,0 -

GA 110 120-7 110 120,0 - 7,0 10,0 -

GA 115 125-7 115 125,0 - 7,0 10,0 -

GA 120 130-7 120 130,0 - 7,0 10,0 -

GA 125 140-7 125 140,0 - 7,0 10,0 -

GA 125 140-9 125 140,0 - 9,0 12,0 1ISO 5597
GA 130 145-9 130 145,0 - 9,0 12,0 -

GA 135 145-7 135 145,0 - 7,0 10,0 -

GA 135 150-9 135 150,0 - 9,0 12,0 -

GA 140 150-7 140 150,0 - 7,0 10,0 -

GA 140 155-9 140 155,0 - 9,0 12,0 1ISO 5597
GA 150 165-9 150 165,0 - 9,0 12,0 -

GA 160 175-9 160 175,0 - 9,0 12,0 1ISO 5597
GA 170 185-10 170 185,0 - 10,0 14,0 -

GA 180 195-10 180 195,0 - 10,0 14,0 -

GA 200 220-12 200 220,0 - 12,0 16,0 -
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