RS LA

Brtva klipnjace, RS-LA

HANSAVFLEX

Karakteristike
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Materijal (1) Brtva: PUR 500 <010 [< 0,15 Lo B [
(2) Potporni prsten: Acetal smola / PTBR
Primjena Hidraulika
Opis
brtva koja se ne haba.
velika otpornost na habanje
jednostavno rjeSenje.
Prikladno za teleskopski cilindar.
Artikl
Naziv D d L Utori prema
(mm) (mm) (mm)

RS 45 52-LA 52,0 45 14,0 -
RS 50 60-LA 60,0 50 8,0 -
RS 50 70-LA 70,0 50 13,0 -
RS 60 68-LA 68,0 60 14,0 -
RS 60 69-LA 69,0 60 11,0 -
RS 60 80-LA 80,0 60 13,0 -
RS 63 83-LA 83,0 63 13,0 -
RS 70 85-LA 85,0 70 12,5 -
RS 78 86-LA 86,0 78 14,0 -
RS 80 95-LA 95,0 80 12,5 ISO 5597
RS 97 105-LA 105,0 97 14,0 -
RS 100 120-LA 120,0 100 14,5 -
RS 118 126-LA 126,0 118 14,0 -
RS 125 145-LA 145,0 125 13,0 -
RS 143 151-LA 151,0 143 14,0 -

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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