INDU WAS SD
Usisno tla¢no crijevo za vodu HANSA[/FLEX

Karakteristike

Podrugje primjene  Niskotladna crijeva usisnih i tlaénih sustava USSR 14550 Wp 105
Industrija i gradevinsko obrtnistvo

Norma 1ISO 1307

Unutrasniji sloj prirodni i sinteti¢ki guma

Umetak jako ¢vrsti, sinteticki tekstilni umetak i spirala od
Celicne zice

Vanijski sloj sinteticka guma

Boja crna

Temperatura min. -25 °C

Temperatura max. 70 °C

Mediji Voda
Artikl

Unutarnji @ Vanjski @ Debljina stjenki Radni tlak Tlak pucanja Vakuum Radijus savijanja Duljina valjaka

(mm) (mm) (mm) (CED) ((ED) (CED) :rr]nlr‘lr?) [(10)
INDU WAS 25-5 SD 1" 25,4 35 5,0 10,0 30 0,93 153 40
INDU WAS 32-5 SD 1.1/4" 32,0 42 5,0 10,0 30 0,93 192 40
INDU WAS 38-5 SD 112" 38,0 48 5,0 10,0 30 0,93 228 40
INDU WAS 45-5 SD 1.3/4" 44,5 55 5,0 10,0 30 0,93 267 40
INDU WAS 51-5.5SD 2" 51,0 62 55 10,0 30 0,93 306 40
INDU WAS 63-6 SD 212" 63,5 75 6,0 10,0 30 0,93 381 40
INDU WAS 70-8 SD 2.3/4" 70,0 86 8,0 10,0 30 0,93 420 40
INDU WAS 76-6.5SD 3" 75,0 89 7,0 10,0 30 0,93 458 40
INDU WAS 102-6.5 SD 4" 101,6 115 6,5 10,0 30 0,93 610 40
INDU WAS 127-85SD 5" 127,0 144 8,5 10,0 30 0,93 762 40
INDU WAS 152-8.5SD 6" 152,4 169 8,5 10,0 30 0,93 915 40
INDU WAS 203-10.5SD 8" 203,2 224 10,5 10,0 30 0,93 1219 40
INDU WAS 254-16 SD 10" 254,0 275 16,0 10,0 30 0,93 1524 40

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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