INDU WAS
Crijevo za industrijsku vodu HANSA[/FLEX

Karakteristike

Podrugje primjene  Vrtlarstvo, poljoprivreda
Podrugje industrije i gradevinarstva kao niskotlaéno

HiNSA-FLEy

WoUHAS o 10BAR

crijevo
Unutrasniji sloj prirodni i sinteti¢ki guma
Umetak jako &vrsti, sinteticki tekstilni umetak
Vanijski sloj sintetiCka guma, otporan na vremenske utjecaje
Boja crna

Temperatura min.  -25 °C

Temperaturamax. 70 °C

Mediji Voda
zrak

Artikl

Unutarnji @ Vanjski @ Radni tlak Tlak pucanja Radijus savijanja min. Duljina valjaka

(mm) (mm) (bar) (bar) (mm) (m)
INDU WAS 25-5 1" 25,4 33 10,0 30 254 40
INDU WAS 28-5 - 28,0 38 10,0 30 280 40
INDU WAS 32-5.5 1.1/4" 32,0 43 10,0 30 210 40
INDU WAS 38-6 1.1/2" 38,0 50 10,0 30 250 40
INDU WAS 40-6.5 - 40,0 53 10,0 30 280 40
INDU WAS 45-7 1.3/4" 445 54 10,0 30 445 40
INDU WAS 50-7 2" 50,0 64 10,0 30 350 40
INDU WAS 60-7 - 60,0 74 10,0 30 400 40
INDU WAS 63-7 2.1/2" 635 74 10,0 30 635 40
INDU WAS 70-7 - 70,0 84 10,0 30 480 40
INDU WAS 75-7 3" 75,0 91 10,0 30 550 40
INDU WAS 80-8 - 80,0 96 10,0 30 600 40
INDU WAS 90-8 - 90,0 106 10,0 30 650 40
INDU WAS 102-7 4" 100,0 116 10,0 30 720 40
INDU WAS 110-9 - 110,0 128 10,0 30 1100 40
INDU WAS 127-9 5" 127,0 140 10,0 30 1270 40
INDU WAS 152-11 6" 150,0 170 10,0 30 1200 40
INDU WAS 203-11 8" 203,2 222 10,0 30 2032 20

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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