
PVC WAS ELAST
Crijevo za vodu od PVC-a

Usprkos pažljivoj provjeri ne mogu se isključiti pogreške i zbog toga ne preuzimamo odgovornost za sadržane podatke.
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Karakteristike
Područje primjene Agrarna tehnika
Posebna obilježja otporno

otporno na tlak i habanje
savitljivo
otporno na vremenske utjecaje

Norma ISO 1307
Unutrašnji sloj stabilni, visoko savitljiv, glatki, plastificirani PVC
Umetak spiralno pojačanje od PVC-a otpornog na udarce i

tlak
Vanjski sloj lagano užlijebljena vanjska površina
Temperatura min. -20 °C
Temperatura max. 50 °C
Mediji Voda

Artikl
Naziv Col Unutarnji Ø BD* kod 20°C Tlak pucanja Vakuum Radijus savijanja min. Duljina valjaka 
 (mm) (bar) (bar) (bar) (mm) (m)

PVC WAS 25 ELAST
PVC WAS 32 ELAST
PVC WAS 38 ELAST
PVC WAS 51 ELAST
PVC WAS 63 ELAST
PVC WAS 76 ELAST
PVC WAS 90 ELAST
PVC WAS 102 ELAST
PVC WAS 110 ELAST
PVC WAS 127 ELAST
PVC WAS 152 ELAST
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17
16
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14
12
10
10
10
9
9

0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9

90
130
140
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375
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520
610
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50
50
50
50
50
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20 / 30
20 / 30
15

BD = radni tlak


