PRT S HR
Perrot spojka, muski dio, vanjski navoji HANSA[/FLEX

Karakteristike

Prikljudak 1 Muski dio spojke

Prikljudak 2 BSP vanjski navoj, cilindri¢ni
Materijal Celik

PovrSinska zastita  vruce pocinéana

Artikl
Naziv Radni tlak Dimenzija spojke G1

(bar) (mm)
PRT S 50 HR 1.1/2 25,0 50,0 G1,1/2"-11
PRT S50 HR 2 25,0 50,0 G2"-11
PRT S 70 HR 2 25,0 70,0 G2"-11
PRT S 70 HR 2.1/2 25,0 70,0 G21/2"-11
PRTS70HR 3 25,0 70,0 G3"-11
PRT S 89 HR 2.1/2 25,0 89,0 G21/2"-11
PRTS89HR3 25,0 89,0 G3"-11
PRT S 108 HR 2.1/2 25,0 108,0 G2,1/2"-11
PRT S 108 HR 3 25,0 108,0 G3"-11
PRT S 108 HR 4 25,0 108,0 G4"-11
PRT S 133 HR 2.1/2 25,0 133,0 G21/2"-11
PRT S 133 HR 4 25,0 133,0 G4"-11
PRT S 133 HR 5 25,0 133,0 G5"-11
PRT S 159 HR 2.1/2 25,0 159,0 G21/2"-11
PRT S 159 HR 4 25,0 159,0 G4"-11
PRT S 159 HR 6 25,0 159,0 G6"-11

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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