
FI SP E MP
Filtarski element za spin-on filtar MP

Usprkos pažljivoj provjeri ne mogu se isključiti pogreške i zbog toga ne preuzimamo odgovornost za sadržane podatke.
08.11.2025 HANSA-FLEX AG www.hansa-flex.com 1

Karakteristike
Posebna obilježja ∆p maks. 4 bar
Temperatura min. -25 °C
Temperatura max. 120 °C
Materijal Brtva: NBR
Radni tlak maks. 12 bara
Primjena For spin-on filters FI SP R 1, FI SP R 2, FI SP R 3

Artikl
Naziv Finoća

filtra 
Površina
filtra 

Qmax Filter
material

za tip filtra G1 Ø A Ø D L Težina

 (μm) (cm2) (L/min) (mm) (mm) (mm) (kg)

FI SP E MP 0147 A10
FI SP E MP 0147 P10
FI SP E MP 0213 A03
FI SP E MP 0213 A06
FI SP E MP 0213 A10
FI SP E MP 0213 P10
FI SP E MP 0210 P25
FI SP E MP 0182 A10
FI SP E MP 0182 P10
FI SP E MP 0228 A06
FI SP E MP 0228 A10
FI SP E MP 0228 P10

10,0
10,0
3,0
6,0
10,0
10,0
25,0
10,0
10,0
6,0
10,0
10,0

2419
2419
3975
3975
3975
3975
3875
5076
5076
6358
6358
6732

100
100
100
100
100
100
100
300
300
300
300
300

anorganski
organic
anorganski
anorganski
anorganski
organic
organic
anorganski
organic
anorganski
anorganski
organic

FI SP R 48, 55
FI SP R 48, 55
FI SP R 53, 58
FI SP R 53, 58
FI SP R 53, 58
FI SP R 53, 58
FI SP R 53, 58
FI SP R 110, 130, 215, 280, 220, 282
FI SP R 110, 130, 215, 280, 220, 282
FI SP R 115, 150, 250, 290, 255, 293
FI SP R 115, 150, 250, 290, 255, 293
FI SP R 115, 150, 250, 290, 255, 293

G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 3/4"
G 1.1/4"
G 1.1/4"
G 1.1/4"
G 1.1/4"
G 1.1/4"

95,0
95,0
96,0
96,0
96,0
96,0
96,0
129,0
129,0
129,0
129,0
129,0

96,0
96,0
97,0
97,0
97,0
97,0
97,0
130,0
130,0
130,0
130,0
130,0

147,0
147,0
213,0
213,0
213,0
213,0
213,0
182,0
182,0
228,0
228,0
228,0

0,70
0,60
0,93
0,90
0,90
0,80
0,80
1,30
1,20
1,47
1,47
1,36

Qmax - maks. volumenska struja

Pribor
FI SP R/S FK Filtarska glava za spin-on povratni/usisni filtar

je rezervni dio uz sljedeće proizvode
FI SP R 1 Spin-on povratni filtar, tip 1
FI SP R 2 Spin-on povratni filtar, tip 2
FI SP R 3 Spin-on povratni filtar, tip 3


