K-MANO ABSPV ZAPF SPAN MUF 16271A
Pressure gauge valves, male - female/female, with test socket M 20 x

1.5, DIN 16271 HANSA[/FLEX

Karakteristike

Radni tlak max. 250 bar brass, max. 400 bar steel/
stainless steel
Temperatura Max. +120 °C with brass/steel;

Max. +200 °C for stainless steel
Materijal svih konstrukcijskih dijelova Stainless steel

Brtveni materijal PTFE

Kuéiste Brass, black-finished steel or stainless
steel 1.4571

Ruc¢ni ventil Plastic

Preturna matica steznog koléaka  Steel

Vreteno ventila, stoZac ventila ~ Stainless steel

Napomena
Drugi podatci na zahtjev.

Opis
They are used as shut-off or reducing elements for pressure gauges when measuring liquids, gases or steam.
Artikl
Naziv Navoj PN (bar) SW Materijal
(mm)
K-07 2011 25 G1/2 250 27 Mjed
K- 07 20 11 26 G1/2 400 27 Black-finished steel
K- 07 20 11 24 G1/2 400 27 Stainless steel

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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