
K-BKR MINI DREGRIFF 1
Mini ball valves

Usprkos pažljivoj provjeri ne mogu se isključiti pogreške i zbog toga ne preuzimamo odgovornost za sadržane podatke.
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Karakteristike
Radni tlak maks. 10 bar
Temperatura medija -10 °C to +80 °C
Okretna ručka Plastic
Kućište i kugla Nickel-plated brass
Brtva kugle PTFE
Brtva vretena NBR

Napomena
Drugi podatci na zahtjev.

Artikl
Naziv DN Navoj H L L1 SW 
 (mm) (mm) (mm) (mm)
K- 07 30 20 48
K- 07 30 20 49
K- 07 30 29 76
K- 07 30 29 77
K- 07 30 20 30
K- 07 30 20 31
K- 07 30 20 32
K- 07 30 20 33
K- 07 30 29 78
K- 07 30 29 79

6
6
7
10
6
6
6
6
8
10

Rp 1/8 female
Rp 1/4 female
Rp 3/8 female
Rp 1/2 female
R/Rp 1/8 male / 1/8 female
R/Rp 1/4 male / 1/8 female
R/Rp 1/4 male / 1/4 female
R/Rp 3/8 male / 1/4 female
R/Rp 3/8 male / 3/8 female
R/Rp 1/2 male / 1/2 female
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