K-MVG24VDCD

Normally closed, 24 V DC (direct current), directly operated

HANSAVFLEX

Karakteristike
Elektriéni prikljuéak

For Pg 11P connector socket, acc. to DIN 4400

Vrsta zastite

IP65 (with connector socket fitted)

Temperatura medija

max. +90 °C with Perbunan-seal; max. +130 °C

with FKM-Seal

Kuciste, dosjed ventila

Stainless steel

Unutarnji dijelovi

Stainless steel

Brtva

Perbunan (NBR) or FKM

Napomena

Drugi podatci na zahtjev.

Opis

Available versions, Directly operated, Combined operation

Artikl
maks. radni tlak Nazivni promjer Brtveni materijal Oblik izrade
(bar)

K- 07 30 23 18 G 1/8 10 24 NBR 80,0 30,0 1

K- 07 30 23 20 NPT 1/8 10 24 FKM 80,0 30,0 1

K- 07 30 23 19 G 1/4 3 4,0 NBR 80,0 45,0 1

K- 07 30 23 21 G1/4 3 4,0 FKM 80,0 45,0 1

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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