K-WV 3/2 §/2 5/3 HAND
3/2, 5/2 and 5/3-way pilot valves HANSA[/FLEX

Karakteristike

Radni tlak 2.5- 10 bar (monostable)\n1.0 - 10 bar
(bistable)\nMax. vacuum 10 bar

Temperaturno podruéje  -10 °C to +60 °C
Protok 6bar i 10bar 550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150
NI/min (G 3/8), 4600 NI/min (G 1/2)

Protok 6bar i Sbar 400 NI/min (G 1/8), 750 NI/min (G 1/4), 1560 NI/
min (G 3/8), 3200 NI/min (G 1/2)

Tijelo ventila aluminij

Opruga Special steel

Klip Nickel-plated aluminium
Brtveni materijal NBR

Napomena

Drugi podatci na zahtjev.

Artikl
Prikljucak Funkcija Br. spojne sheme Upravljanje

K-07 1500 70 G1/8 3/2-way 10

K- 07 1500 71 G1/8 3/2-way 11

K-07 1500 72 G 1/4 3/2-way 10

K-07 1500 73 G1/4 3/2-way 11

K- 07 1500 74 G1/2" 3/2-way 10

K-07 1500 75 G1/2" 3/2-way 11

K- 07 15 02 29 G1/8 5/2-way 12

K- 07 15 02 30 G1/8 5/2-way 13

K- 07 15 02 31 G 1/4 5/2-way 12

K- 07 15 02 32 G 1/4 5/2-way 13

K- 07 15 02 33 G1/2" 5/2-way 12

K- 07 1502 34 G1/2" 5/2-way 13

K- 07 15 03 57 G 1/8 5/3-way 14

K- 07 15 03 58 G 1/8 5/3-way 15

K- 07 15 03 59 G1/8 5/3-way 16

K- 07 15 03 60 G1/8 5/3-way 17 -
K- 07 15 03 61 G1/8 5/3-way 18 -
K- 07 15 03 62 G1/8 5/3-way 19 -
K- 07 15 03 63 G1/4 5/3-way 14

K- 07 15 03 64 G1/4 5/3-way 15

K- 07 15 03 65 G1/4 5/3-way 16

K- 07 15 03 66 G 1/4 5/3-way 17 -
K- 07 15 03 67 G 1/4 5/3-way 18 -
K- 07 15 03 68 G 1/4 5/3-way 19 -
K- 07 15 03 69 G1/2" 5/3-way 14

K-07 1503 70 G1/2" 5/3-way 15

K- 07 1503 71 G1/2" 5/3-way 16

K- 07 1503 72 G1/2" 5/3-way 17 -
K-07 1503 73 G1/2" 5/3-way 18 -
K-07 1503 74 G1/2" 5/3-way 19 -

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
23.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



