K-WV 3/2 PNEUMATISCH
3/2-way pilot valves HANSA[/ FLEX

Karakteristike
Radni tlak Max. vacuum 10 bar Q

min. radni tlak 2.5 bar (monostable), 1.0 bar (bistable)

Temperaturno podruéje -10 °C to +60 °C
Protok 6bar i 10bar 550 NI/min (G 1/8), 1100 NI/min (G 1/4),
2150 NI/min (G 3/8), 4600 NI/min (G 1/2)

Protok 6bar i 5bar 400 Ni/min (G 1/8), 750 Ni/min (G 1/4), 1560
NI/min (G 3/8), 3200 Nl/min (G 1/2)

Prikljuéak za upravljackizrak G 1/8

Napomena
Drugi podatci na zahtjev.

Artikl
Prikljuc¢ak Funkcija Br. spojne sheme Upravljanje

K- 07 15 00 41 G1/8 5 3/-way NO 24
K- 07 15 00 42 G1/4 8 3/-way NO 24
K- 07 15 00 45 G1/2" 15 3/-way NO 24
K- 07 15 25 67 G 3/8 13 3/-way NO 24
K- 07 1500 43 G 1/8 5 3/2-way NC 25
K- 07 15 00 44 G 1/4 8 3/2-way NC 25
K- 07 15 00 46 G 1/2" 15 3/2-way NC 25
K- 07 15 25 68 G 3/8 13 3/2-way NC 25
K- 07 15 00 47 G1/8 5 3/2-way 26
K- 07 15 00 48 G 1/4 8 3/2-way 26
K- 07 15 00 49 G1/2" 15 3/2-way 26
K- 07 15 25 69 G 3/8 13 3/2-way 26

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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