K-WV 5/2 ELEKTROPNEU MONOSTABIL 4V
5/2-way pilot valve, monostable HANSA[/FLEX

Karakteristike

Radni tlak 1.5 - 8 bar 35
Temperaturno podruéje -20 °C to +70 °C - S
o 5
Mijerenje vrijednosti protoka At P1 = 8 bar, P2 = 6 bar and pressure drop ‘AEE‘-L_L_
Ap =1 bar e | ! D A"u'f\f'

Elektri¢ni prikljuéak  Connector Type B acc. to ISO 4400 . il T
min. radni tlak 1,5 bar Monostable
Vrsta zastite IP 65 )

! _ monostabil
Tijelo ventila Aluminium alloy
Napomena

Drugi podatci na zahtjev.

Artikl
Priklju¢ak Odzracni prikljuc¢ak Br. spojne sheme Upravljanje Veli¢ina

K- 07 15 02 47 M5 M5 300 35 24V DC 100
K- 07 15 02 48 G1/8 G1/8 500 35 24V DC 100
K- 07 15 02 49 G1/8 G1/8 750 35 24V DC 200
K- 07 15 02 50 G 1/4 G1/8 850 35 24V DC 200
K- 07 15 02 51 G1/4 G1/4 1300 35 24V DC 300
K- 07 15 02 52 G 3/8 G1/4 1500 35 24V DC 300
K- 07 15 02 53 G1/2" G1/2 2000 35 24V DC 400
K- 07 15 02 54 M5 M5 300 35 230V, 50 Hz 100
K- 07 15 02 55 G1/8 G1/8 500 35 230V, 50 Hz 100
K- 07 15 02 56 G1/8 G1/8 750 35 230V, 50 Hz 200
K- 07 15 02 57 G 1/4 G1/8 850 35 230V, 50 Hz 200
K- 07 15 02 58 G 1/4 G1/4 1300 35 230V, 50 Hz 300
K- 07 15 02 59 G 3/8 G1/4 1500 35 230V, 50 Hz 300
K- 07 15 02 60 G1/2" G1/2 2000 35 230V, 50 Hz 400

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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