PSG
Crijevo od PVC-a s umetkom od pletiva HANSA[/FLEX
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Unutra$niji sloj Meki PVC

Umetak pleteni umetak od tekstila
Vanijski sloj Meki PVC
Boja prozirna

Temperatura min. -5 °C

Temperatura max. 60 °C

Mediji Voda
zrak
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(mm) (mm) (mm) [(ED) (mm) (m)
PSG 04-3 4,0 10,0 3,0 20 15 50
PSG 05-3 5,0 11,0 3,0 20 20 50
PSG 06-3 6,0 12,0 3,0 20 25 50
PSG 08-3 8,0 14,0 3,0 20 30 50
PSG 09-3 9,0 15,0 3,0 15 35 50
PSG 10-3 10,0 16,0 3,0 15 40 50
PSG 12-3 12,0 18,0 3,0 15 50 50
PSG 12-4.5 12,0 21,0 4,5 15 50 50
PSG 12.5-3 12,5 18,5 3,0 15 50 50
PSG 13-3 13,0 19,0 3,0 15 60 50
PSG 13-3.5 13,0 20,0 3,5 15 60 50
PSG 15-3 15,0 21,0 3,0 10 75 50
PSG 16-3.5 16,0 23,0 3,5 10 80 50
PSG 16-4 16,0 24,0 4,0 10 80 50
PSG 19-3.5 19,0 26,0 3,5 10 80 50
PSG 19-4 19,0 27,0 4,0 10 100 25/50
PSG 19-5 19,0 29,0 5,0 10 100 25/50
PSG 22-4 22,0 30,0 4,0 8 180 25/50
PSG 25-4 25,0 33,0 4,0 8 200 25/50
PSG 25-4.5 25,0 34,0 4,5 8 120 25/50
PSG 30-4 30,0 38,0 4,0 7 170 25/50
PSG 32-5 32,0 42,0 5,0 7 180 25/50
PSG 38-5 38,0 48,0 5,0 6 200 25/50
PSG 45-5 45,0 55,0 5,0 4 300 25
PSG 50-5 50,0 60,0 5,0 4 350 25
BD = radni tlak

Varijante proizvoda

PSG BLAU PVC crijevo s umetkom od pletiva, plava
PSG GRUEN PVC crijevo s umetkom od pletiva, zelena
PSG ROT PVC crijevo s umetkom od pletiva, crvena

PSG SCHWARZ PVC crijevo s umetkom od pletiva, crna

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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