
XS AK 534
Profilni brtveni prsteni XS AK 534

Usprkos pažljivoj provjeri ne mogu se isključiti pogreške i zbog toga ne preuzimamo odgovornost za sadržane podatke.
28.10.2025 HANSA-FLEX AG www.hansa-flex.com 1

Karakteristike
Izvedba Brtveni prsten
Radni tlak do 500 bara
Temperaturno područje PU18: -30 °C bis +100 °C

PU33: -40 °C bis + 120 °C

Opis
Utori za O-prstenove prema ISO normi mogu se proizvoditi u širokom mjernom području. Pri presjecima od 3,53 dubina utora prema ISO normi varira od
2,7 do 3,1 mm. Ovaj brtveni prsten razvijen je za najbolje moguće brtvljenje u svim mjernim područjima i može zamijeniti uobičajene O-prstenove.
Zamjenjiv s O-prstenovima,
visoki otpor ekstruziji.
nije potrebna prsten protiv ekstruzije.
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cross section Materijal

 (mm)
XS 80 - AK 534
XS 85 - AK 534
XS 90 - AK 534
XS 95 - AK 534
XS 100 - AK 534
XS 105 - AK 534
XS 110 - AK 534
XS 115 - AK 534
XS 120 - AK 534
XS 125 - AK 534
XS 130 - AK 534
XS 136 - AK 534
XS 143 - AK 534
XS 150 - AK 534
XS 158 - AK 534
XS 166 - AK 534
XS 174 - AK 534
XS 182 - AK 534
XS 190 - AK 534
XS 200 - AK 534

80 to 84.9 mm
85 to 89.9 mm
90 to 94.9 mm
95 to 99.9 mm
100 to 104.9 mm
105 to 109.9 mm
110 to 114.9 mm
115 to 119.9 mm
120 to 124.9 mm
125 to 129.9 mm
130 to 135.9 mm
136 to 142.9 mm
143 to 149.9 mm
150 to 157.9 mm
158 to 165.9 mm
166 to 173.9 mm
174 to 181.9 mm
182 to 189.9 mm
190 to 199.9 mm
200 to 210 mm

4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
4.3 to 4.7 mm
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4.3 to 4.7 mm

5,34
5,34
5,34
5,34
5,34
5,34
5,34
5,34
5,34
5,34
5,34
5,34
5,34
5,34
5,34
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