
K-KOMPAKTZYL M FUEHRU MGP
Compact guide cylinder, ball bushing bearing type MGP

Usprkos pažljivoj provjeri ne mogu se isključiti pogreške i zbog toga ne preuzimamo odgovornost za sadržane podatke.
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Karakteristike
Vrsta vođenja slide
maks. radni tlak 1 MPa
min. pogonski tlak 0.12 MPa
Prigušivanje elastic bumpers on both sides
Funkcija double working
Upit o položaju prepared for sensors (with magnet)
Ispitni tlak 1,50 MPa
Temperatura medija -10 °C to +60 °C
Okolna temperatura -10 °C to +60 °C
Brzina klipa 50 to 500 mm/s
Mediji komprimirani zrak
Brtva NBR
Serija MGP
Drugi podatci Weight reduced by up to 17% by a shorter shaft

and thinner end plate

Artikl
Naziv Ø klipa Hod Priključak, pneumatski Težina po m Tolerancije uvijanja klipnjače
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Artikl
Naziv Ø klipa Hod Priključak, pneumatski Težina po m Tolerancije uvijanja klipnjače
 (mm) (mm) (kg)

K- 07 55 00 64
K- 07 55 00 66
K- 07 55 00 68
K- 07 55 00 70
K- 07 55 00 71
K- 07 55 00 72
K- 07 55 00 73
K- 07 55 00 74
K- 07 55 00 60
K- 07 55 00 62
K- 07 55 00 63
K- 07 55 00 65
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