K-BEFUELLVENTIL HANSA
Filling valves (start-up valves) HANSA[/FLEX
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Megjegyzés

Tovabbi adatokért vegye fel a kapcsolatot.

Leiras

Seat valves operated by secondary pressure for controlled pressurisation of pneumatic systems. These valves prevent a sudden build-up of pressure
accompanied by dangerous, jerky cylinder movements. The full cross-section of the regulator is opened at 50% of the input pressure. The filling time
can be altered by turning the adjusting screw.

Tovabbi informaciék

See 3/2-way valves and filling units
See 3/2-way valves and filling units

Cikk
Megnevezés Atfolyt mennyiség, témegaram

(L/min)
K- 07 25 11 11 G 1/4 1300 52,0 78,0 mm 45,0 33,0
K- 07 25 11 12 G 3/8 1300 52,0 78,0 mm 45,0 33,0
K-07 2511 13 G 3/8 3400 63,0 111,5 mm 53,5 58,0
K-07 2511 14 G1/2 3400 63,0 111,5 mm 53,5 58,0
K- 07 2511 15 G 3/4 8750 85,0 112,0 mm 58,0 54,0
K- 07 25 11 16 G1 8750 85,0 112,0 mm 58,0 54,0
Pétalkatrészek

K-HALTERBAUSATZ HANSA  Holder HANSA

Az alapos ellenbrzések ellenére nem tudunk minden hibat kizarni és ezért nem vallalunk felel6sséget a megadott adatokért.
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