K-FI REG MANO HANSA PRO

Filter regulator, HANSA PRO2 with manual/semi-automatic

condensate drain and pressure gauge, HANSA PRO

HANSAVFLEX

Tulajdonsagok

Kdzeghémérséklet

-10°C to +50 °C

Kérnyezeti h6mérséklet

-10°Cto +50 °C

Koézegek

Sdritett levegd

Szerkezeti méd

Diaphragm pressure regulator with relieving,
centrifugal filter

Régzitési méd

Line mounting, panel mounting, mounting kit
or wall mounting

Mikddtetés / biztosité

lockable handwheel

Beépités helyzet

Vertical, drain down

Szird finomsaga 5,00 pm
Nyomésmérd csatlakozds G 1/4 i
max. kondenzatummennyiség 49 cc

Névleges ataramlas G 1/2

5.200 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta
P =1 bar)

Névleges ataramlas G 3/8

4.300 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta
P =1 bar)

PE max 4 Pa 0,5 - 8 bar (Standard)Pa 0,1 - 1 barPa
0,1-2barPa 0,2 - 4 barPa 0,5 - 10 barPa
0,5 - 16 bar

PE max 6 16 bar

Sziréelem Cellpor

haz PA66

Membran, tomitések Ms/NBR/PA6

Cikk

Megnevezés

Csatlakozas Szabalyozasi tartomany

Kijelzési tartomanyok Tartaly

Méret

[ | e e

Kondenzatum leeresztés

K-07252160 G3/8i 0.1-1 bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252161 G3/8i 0.1 -2 bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252162 G3/8i 0.2 - 4 bar 0-6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252163 G3/8i 0.5 - 8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252164 G3/8i 0.5-10 bar 0 - 16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252165 G3/8i 0.5-16 bar 0 - 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252166 G1/2i 0.1-1 bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252167 G1/2i 0.1-2 bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252168 G1/2i 0.2 - 4 bar 0 - 6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252169 G 1/2i 0.5 -8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252170 G1/2i 0.5-10 bar 0- 16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252171 G 1/2i 0.5 - 16 bar 0 - 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252172 G3/8i 0.1-1 bar 0-1,6 bar zinc with visual display 2 manual / semi-automatic
K-07252173 G3/8i 0.1-2 bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252174 G3/8i 0.2 - 4 bar 0 - 6 bar zinc with visual display 2 manual / semi-automatic
K-07252175 G3/8i 0.5 - 8 bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252176 G3/8i 0.5-10 bar 0- 16 bar zinc with visual display 2 manual / semi-automatic
K-07252177 G3/8i 0.5-16 bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic
K-07252178 G 1/2i 0.1-1 bar 0-1,6 bar zinc with visual display 2 manual / semi-automatic
K-07252179 G 1/2i 0.1-2 bar 0-2,5 bar zinc with visual display 2 manual / semi-automatic
K-07252180 G 1/2i 0.2 - 4 bar 0 - 6 bar zinc with visual display 2 manual / semi-automatic
K-07252181 G1/2i 0.5 - 8 bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252182 G1/2i 0.5-10 bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252183 G1/2i 0.5-16 bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic

Az alapos ellenbrzések ellenére nem tudunk minden hibat kizarni és ezért nem vallalunk felel6sséget a megadott adatokért.
HANSA-FLEX AG
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www.hansa-flex.com



