LOET DKF
Manicotto di saldatura DKF HANSA[/FLEX

Caratteristiche

Tipo Bicchiere per saldatura ]

Forma costruttiva diritto

Materiale Acciaio =]=1 24z

Protezione superficiale  oliato

L1

Articolo
Denominazione @ d2 @ D1
(mm) (mm)

LOET 06 DKF 06 6 13,0 10,0
LOET 10 DKF 08 8 16,0 10,0
LOET 10 DKF 10 10 16,0 10,0
LOET 13 DKF 12 12 19,0 10,0
LOET 16 DKF 14 14 23,0 11,0
LOET 16 DKF 15 15 23,0 11,0
LOET 16 DKF 16 16 23,0 11,0
LOET 20 DKF 18 18 28,0 14,0
LOET 20 DKF 20 20 28,0 14,0
LOET 20 DKF 22 22 28,0 14,0
LOET 25 DKF 25 25 34,0 16,0
LOET 32 DKF 30 30 41,0 16,0
LOET 32 DKF 32 32 41,0 16,0
LOET 40 DKF 35 35 49,0 16,0
LOET 40 DKF 38 38 49,0 16,0

@ d2 = diametro esterno del tubo

Nonostante il pit attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilita per le indicazioni contenute.
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