
INDU WAS
Flessibili per acqua ad uso industriale

Nonostante il più attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilità per le indicazioni contenute.
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Caratteristiche
Campo di impiego Giardinaggio, agricoltura

Settore industriale e edile, come flessibili per bassa
pressione

Strato interno gomma naturale e sintetico
Inserzioni Inserzione tessile sintetica altamente resistente allo

strappo
Strato esterno gomma sintetica, resistente alle condizioni

atmosferiche
Colore nero
Temperatura min. -25 °C
Temperatura max. 70 °C
Mezzi Acqua

Aria

Articolo
Denominazione pollice Ø interno Ø esterno Pressione d'esercizio Pressione di scoppio Raggio di curvatura min. Lunghezza rullo 
 (mm) (mm) (bar) (bar) (mm) (m)
INDU WAS 25-5
INDU WAS 28-5
INDU WAS 32-5.5
INDU WAS 38-6
INDU WAS 40-6.5
INDU WAS 45-7
INDU WAS 50-7
INDU WAS 60-7
INDU WAS 63-7
INDU WAS 70-7
INDU WAS 75-7
INDU WAS 80-8
INDU WAS 90-8
INDU WAS 102-7
INDU WAS 110-9
INDU WAS 127-9
INDU WAS 152-11
INDU WAS 203-11
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