
KUEHLER SBL
Flessibile al silicone per radiatore, blu

Nonostante il più attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilità per le indicazioni contenute.
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Caratteristiche
Campo di impiego Flessibile acqua fredda
Caratteristiche particolari Resistenza molto elevata alle alte e basse

temperature
Ottima reattività di liquidi di raffreddamento, oli
e detergenti
Ottima reattività rispetto ai processi relativi
all'ozono, ai raggi UV e all'invecchiamento
la morbidezza del silicone contente un comodo
montaggio

Norma corrisponde: SAE 20 R3
Strato interno Silicone blu
Inserzioni Inserzione tessile
Strato esterno Silicone blu
Colore blu
Campo della temperatura: Acqua + antigelo da -50 °C fino a +150 °C

Aria calda + 180 °C
Mezzi Liquidi di raffreddamento

aria calda

Articolo
Denominazione Ø interno Ø esterno Pressione di scoppio Lunghezza rullo 
 (mm) (mm) (bar) (m)
KUEHLER 08-4 SBL
KUEHLER 10-4 SBL
KUEHLER 12-4 SBL
KUEHLER 14-4 SBL
KUEHLER 16-4 SBL
KUEHLER 18-4 SBL
KUEHLER 20-4 SBL
KUEHLER 22-4 SBL
KUEHLER 25-4.5 SBL
KUEHLER 28-4.5 SBL
KUEHLER 30-4.5 SBL
KUEHLER 32-4.5 SBL
KUEHLER 35-4.5 SBL
KUEHLER 38-4.5 SBL
KUEHLER 40-4.5 SBL
KUEHLER 45-4.5 SBL
KUEHLER 48-5.5 SBL
KUEHLER 50-4.5 SBL
KUEHLER 57-4.5 SBL
KUEHLER 60-4.5 SBL
KUEHLER 65-5.5 SBL
KUEHLER 70-5.5 SBL
KUEHLER 80-6 SBL
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