
K-FI PC-BEHAEL H ABLV MULTIFX MINI
Filters with polycarbonate bowl and semi-automatic drain valve

Nonostante il più attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilità per le indicazioni contenute.
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Caratteristiche
Pressione d'ingresso Max. 16 bar (polycarbonate bowl), Max.

20 bar (metal bowl)
Temperatura del fluido max. 60 °C
Temperatura ambiente Max. 60 °C
Portata 1000 l/min
Ampiezza dei pori dell'elemento filtrante 5 μm
Alloggiamento Die-cast zinc
Drain valve Semi-automatic
Misurazione del valore della portata At P2 = 6 bar and pressure drop Δp = 1

bar

Nota
If several devices in the »multifix-mini« Series are assembled together, the maximum working pressure is 12 bar.
Altri dati su richiesta.

Descrizione
Centrifugal separators with a sintered filter element.
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Parti di ricambio
K-AUTOMAT ABLASSVENTIL Automatic drain

valve
K-KOPPELPAKET MEHR Coupling packet

K-ERSATZBEHAELTER MULTI MINI
Spare tank
»multifix-mini« &
»standard-mini«

K-PC-BEHAELTER FILTER MULTIFIX Polycarbonate tank
filter

K-FILTERELEMENT Filter element


