K-FI PC-BEHAELTER VARIOBLOC

Filters with polycarbonate bowl

HANSAVFLEX

Caratteristiche
Pressione d'ingresso

Max. 16 bar (polycarbonate bowl), Max.
20 bar (metal bowl)

Temperatura del fluido

max. 50 °C

Temperatura ambiente

Max. 50 °C (polycarbonate bowl), Max.
80 °C (metal bowl)

Amplezza dei pori dell'elemento filtrante 40 im
Materiale di tenuta NBR
Alloggiamento Die-cast zinc
Drain valve Manual

Misurazione del valore della portata

At P1 =6 bar and pressure drop Ap =1
bar

Nota

Altri dati su richiesta.

Descrizione

Centrifugal separators with a sintered filter element.Filtration takes place in a 2-stage process comprising cyclone separation (condensate) and a PE
filter element (particles). <br>Approved series in modern industrial design, with the following key benefits: Simple handling, Convenient modular
assembly thanks to innovative fasteners, Excellent flow values.

Avvertenza per I'ordinazione
Filters are also available with bowl guard or metal bowl.

Articolo
Denominazione Filetto Portata A ] C
(L/min) (mm) (mm)
K- 07 25 06 25 G 1/4 1800 48,0 155,0 mm 22,0
K- 07 25 06 27 G3/8 2000 48,0 155,0 mm 22,0
K- 07 25 06 29 G1/2 3200 70,0 202,0 mm 26,0
K- 07 25 06 31 G3/4 3500 70,0 202,0 mm 26,0
K- 07 25 06 33 G1 3500 124,0 202,0 mm 26,0

Parti di ricambio

K-ERSATZBEHAELTER VARIOBLOC POLY

Spare tank Polycarbonat

K-FILTERELEMENT VARIOBLOC

Filter element

K-ABLASSVENTIL AUTO

Fully-automatic drain valve with Adapter G 1/8

Nonostante il pit attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilita per le indicazioni contenute.
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