
K-S-BKR M ENTL ABSCHL
Safety ball valves lockable, with relief port

Nonostante il più attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilità per le indicazioni contenute.
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Caratteristiche
Pressione d'esercizio max. 10 bar
Temperatura d'esercizio -20 °C to max. +100 °C
Foro di sfiato M 5
Filettatura descrizione Rp thread acc. to ISO 7-1
Leva manuale Stainless steel - PVC coated
Guarnizione sfera PTFE / NBR
Guarnizione mandrino PTFE
Materiale Acciaio inossidabile

Nota
G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Altri dati su richiesta.

Descrizione
2/2-way stainless steel safety ball valves. Specially designed for pneumatic applications. The ball valve can be locked manually and has a relief
port.

Informazioni supplementari
The price does not include a padlock. Please order separately.

Articolo
Denominazione DN Filetto A B L 
 (mm) (mm) (mm)
K- 07 30 15 16
K- 07 30 15 17
K- 07 30 15 18
K- 07 30 15 19
K- 07 30 15 20
K- 07 30 15 21
K- 07 30 15 22
K- 07 30 15 23

8
10
15
20
25
32
40
50

Rp 1/4
Rp 3/8
Rp 1/2
Rp 3/4
Rp 1
Rp 1 1/4
Rp 1 1/2
Rp 2

100,0
100,0
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Accessori
K-VORHAENGESCHLOSS Padlock


