K-TR PVC SET
PVC air hose kits HANSA[/ FLEX

Caratteristiche
Temperatura d'esercizio da -15 °C a +60 °C

Nota

Altri dati su richiesta.

Descrizione
Flexible, pressure-resistant and non-abrasive standard hose, also resistant to ageing. Assembled with brass stem and brass quick disconnect coupling
DN 7.2.

Articolo
Denominazione @ tubo flessibile interno @ tubo flessibile esterno Max. working pressure resistance at 23°C Lunghezza tubo flessibile
(mm) (mm) (m)
K-07 101213 6,0 12,0 15 5
K-07 101209 6,0 12,0 15 10
K-07101210 6,0 12,0 15 15
K-07101211 6,0 12,0 15 20
K-07 101212 6,0 12,0 15 25
K-07 101218 9,0 15,0 15 5
K-07 101214 9,0 15,0 15 10
K-07 101215 9,0 15,0 15 15
K-07 101216 9,0 15,0 15 20
K-07 101217 9,0 15,0 15 25
K-07101208 13,0 20,0 15 5
K-07 101207 13,0 20,0 15 10

Nonostante il pit attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilita per le indicazioni contenute.
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