K-VERSCHRAUBUNGEN PFA
Unions - Perfluoroalkoxy alkane (PFA) HANSA[/FLEX

Caratteristiche N Y L1

Pressione d'esercizio Dependent on operating temperature; Max. 10 SRS e ‘ ) h "
bar (at 20 °C); Max. 1 bar (at 170 °C) g : i m

Temperatura d'esercizio  Max. 200 °C e REE ¢ |

Materiale Perfluoroalkoxy alkane (PFA) | v —_t

Nota

Altri dati su richiesta.

Descrizione
Perfluoroalkoxy alkane (PFA): A fluoroplastic (PTFE) with the same chemical resistance as PTFE but much stronger and suitable for temperatures up to
200°C.

Articolo
Denominazione Filetto per flessibile L1 L2 S\
(mm) (mm)

K- 07 40 40 97 G 1/8 4 mm /6 mm 31,5 8,0 14 mm
K- 07 40 40 99 G1/8 6 mm/8 mm 36,5 8,0 17 mm
K- 07 40 41 01 G1/8 8 mm /10 mm 40,5 8,0 19 mm
K- 07 40 41 04 G1/4 4 mm/6 mm 37,0 12,0 17 mm
K- 07 40 41 06 G1/4 6 mm/8 mm 41,0 12,0 17 mm
K- 07 40 41 08 G1/4 8 mm/ 10 mm 45,0 12,0 19 mm
K- 07 40 41 10 G 1/4 9mm/ 12 mm 48,5 12,0 22 mm
K- 07 40 41 12 G 3/8 4 mm /6 mm 38,5 12,0 22 mm
K- 07 40 41 14 G 3/8 6 mm /8 mm 42,5 12,0 22 mm
K- 07 40 41 16 G 3/8 8 mm /10 mm 45,5 12,0 22 mm
K- 07 40 41 18 G 3/8 9mm /12 mm 49,5 12,0 22 mm
K- 07 40 41 20 G1/2 4 mm/6 mm 43,0 14,0 27 mm
K- 07 40 41 22 G1/2 6 mm /8 mm 47,0 14,0 27 mm
K- 07 40 41 24 G1/2 8 mm/ 10 mm 50,0 14,0 27 mm
K- 07 40 41 26 G1/2 9mm/ 12 mm 54,0 14,0 27 mm

Nonostante il pit attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilita per le indicazioni contenute.
09.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



