K-NEBELOELER PC-BEHAELTER HW G

Oil-mist lubricators with polycarbonate bowl, bowl guard and »HW«

mounting bracket HANSAVFLEX

Caratteristiche A
Pressione d'ingresso Max. 10 bar —g—]
Temperatura del fluido max. 70 °C Cl S =
Temperatura ambiente Max. 70 °C ]
Pressione di lavoro 0.5 -9 bar

Materiale di tenuta NBR B Q
Calotta elastica POM D
Alloggiamento Die-cast aluminium

Contagocce Brass/POM

Misurazione del valore della portata AtP1=8 bar, P2 =6 bar and pressure
drop Ap = 1 bar

Altri dati User manual on request

Articolo

Denominazione Filetto Dimensioni strutturali
K- 07 25 08 68 G1/4 2200 51,0 169,0 mm 44,0 125,0 300

K- 07 25 08 69 G 3/8 2650 51,0 169,0 mm 44,0 125,0 300

K- 07 25 08 70 G1/2 2650 51,0 169,0 mm 44,0 125,0 300

K- 07 25 08 71 G 3/8 7500 68,0 190,0 mm 48,0 142,0 400

K- 07 25 08 72 G1/2 7500 68,0 190,0 mm 48,0 142,0 400

Accessori

Spare tanks »G«
K-ERSATZBEHAELTER G UND G-MINI poLY ~ Series and »G-

mini« Series

Polycarbonat
K-HALTERBAUSATZ Holder
K-VERBINDUNGELEMENTE Connecting sets
K-WANDHALTER Wall bracket

Nonostante il pit attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilita per le indicazioni contenute.
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