
K-DRG PNEU FERNGEST MULTIFIX
Pressure regulators with pneumatic remote control

Nonostante il più attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilità per le indicazioni contenute.
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Caratteristiche
Pressione d'ingresso Max. 16 bar
Pressione d'uscita corresponds to the set pressure of the

pilot pressure regulator
Temperatura del fluido max. 60 °C
Temperatura ambiente Max. 60 °C
Materiale di tenuta NBR
Alloggiamento Die-cast zinc, Aluminium for G 1 variant
Misurazione del valore della portata At P1 = 8 bar, P2 = 6 bar and pressure

drop Δp = 1 bar
Attacco aria di comando G 1/8

Nota
Altri dati su richiesta.

Descrizione
Diaphragm pressure regulator, self-relieving, with pneumatic remote control. The pressure is set with a pilot pressure regulator (1:1 ratio). Either a
standard or a precision pressure regulator can be used to regulate the pilot pressure.

Articolo
Denominazione Filetto Portata A B C D 
 (L/min) (mm) (mm) (mm)
K- 07 25 19 56
K- 07 25 19 57
K- 07 25 19 58

G 1/4
G 1/2
G 1

1800
4800
12500

48,0
69,0
100,0

75,0 mm
94,0 mm
112,0 mm

48,0
59,0
60,0

27,0
35,0
52,0

Parti di ricambio
K-HALTERBAUSATZ MULTIFIX Holder
K-KOPPELPAKET MEHR Coupling packet
K-VERSCHLEI-SATZ MULTIFIX Set of wearing parts »multifix«


