K-FI REG MANO HANSA PRO

Filter regulator, HANSA PRO2 with manual/semi-automatic

condensate drain and pressure gauge, HANSA PRO HANSA[/FLEX

Caratteristiche
Temperatura del fluido

-10°Cto +50 °C

Temperatura ambiente

-10°Cto +50 °C

Mezzi

Aria compressa

Tipo

Diaphragm pressure regulator with relieving,
centrifugal filter

Tipo di fissaggio

Line mounting, panel mounting, mounting kit
or wall mounting

Azionamento / fusibile

lockable handwheel

Inserzione Vertical, drain down
Finezza del filtro 5,00 ym

Attacco per manometro G 1/4 i

quantita di condensa max. 49 cc

Portata nominale G 1/2

5.200 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P
=1 bar)

Portata nominale G 3/8

4.300 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P
=1 bar)

PE max 4 Pa 0,5 - 8 bar (Standard)Pa 0,1 - 1 barPa 0,1 -
2 barPa 0,2 - 4 barPa 0,5 - 10 barPa 0,5 - 16
bar

PE max 6 16 bar

Elemento filtrante Cellpor

Alloggiamento PAG6

Membrana, guarnizioni Ms/NBR/PAG

Articolo

Denominazione Attacco

Intervallo di

regolazione

Intervalli di
visualizzazione

Serbatoio

Dimensioni
strutturali
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Scarico della condensa

K-07252160 G3/8i

polycarbonate with protective cage

manual / semi-automatic

K-07252161 G3/8i

polycarbonate with protective cage

manual / semi-automatic

K-07252162 G3/8i

polycarbonate with protective cage

manual / semi-automatic

K-07252163 G3/8i

polycarbonate with protective cage

manual / semi-automatic

K-07252164 G3/8i

polycarbonate with protective cage

manual / semi-automatic

K-07252165 G3/8i

polycarbonate with protective cage

manual / semi-automatic

K-07252166 G1/2i

polycarbonate with protective cage

manual / semi-automatic

K-07252167 G1/2i

polycarbonate with protective cage

manual / semi-automatic

K-07252168 G1/2i

polycarbonate with protective cage

manual / semi-automatic

K-07252169 G1/2i

polycarbonate with protective cage

manual / semi-automatic

K-07252170 G12i

polycarbonate with protective cage

manual / semi-automatic

K-07252171 G12i

polycarbonate with protective cage

manual / semi-automatic

K-07252172 G3/8i

zinc with visual display

manual / semi-automatic

K-07252173 GJ3/8i

zinc with visual display

manual / semi-automatic

K-07252174 G3/8i

zinc with visual display

manual / semi-automatic

K-07252175 G3/8i

zinc with visual display

manual / semi-automatic

K-07252176 G3/8i

zinc with visual display

manual / semi-automatic

K-07252177 G3/8i

zinc with visual display

manual / semi-automatic

K-07252178 G1/2i

zinc with visual display

manual / semi-automatic

K-07252179 G12i

zinc with visual display

manual / semi-automatic

K-07252180 G1/2i

zinc with visual display

manual / semi-automatic

K-07252181 G1/2i

zinc with visual display

manual / semi-automatic

K-07252182 G1/2i

zinc with visual display

manual / semi-automatic

K-07252183 G1/2i

0.1-1 bar 0-1,6 bar
0.1-2bar 0-2,5bar
0.2-4 bar 0 -6 bar

0.5 -8 bar 0-10 bar
0.5-10 bar 0-16 bar
0.5-16 bar 0 - 25 bar
0.1-1bar 0-1,6 bar
0.1 -2 bar 0-2,5bar
0.2 -4 bar 0 -6 bar

0.5 -8 bar 0-10 bar
0.5-10 bar 0-16 bar
0.5-16 bar 0 - 25 bar
0.1-1bar 0-1,6 bar
0.1-2bar 0-2,5bar
0.2 -4 bar 0-6 bar

0.5 -8 bar 0-10 bar
0.5-10 bar 0- 16 bar
0.5-16 bar 0 - 25 bar
0.1-1 bar 0-1,6 bar
0.1-2bar 0-2,5bar
0.2 -4 bar 0-6 bar

0.5-8 bar 0-10 bar
0.5-10 bar 0-16 bar
0.5- 16 bar 0-25bar

zinc with visual display
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manual / semi-automatic

Nonostante il pit attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilita per le indicazioni contenute.
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