
K-HUBBEGRENZEINH PU-DAEMPFER MXS
MXS stroke adjuster with PU-buffer

Nonostante il più attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilità per le indicazioni contenute.
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Caratteristiche
Serie MXS

Descrizione
Stroke adjuster extension end with PU bumper, series MXS, adjustment range for extension stroke: 0 - 5 mm, piston diameter 12 mm

Articolo
Denominazione Ø pistone Definizione Intervallo di regolazione
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Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
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Stroke unit with shock absorber
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for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
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for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
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for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 15 mm
for return stroke: 25 mm
for return stroke: 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
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for return stroke: 0 - 5 mm


