K-STOSSDAEMPFER RB
Shook absorber RB HANSAVFLEX

Caratteristiche
Serie RB
Altri dati high power density through hydraulic function principle i

results in min.. size

Impact speed up to max. 5 m/ sec.

Annular surface at the front side can be used as a
mechanical stop

Descrizione
Shock absorber, series RB, high power density from hydraulic design principle results in min. dimensions, impact speed up to max. 5 m/sec., the
annulus on the end can be used as a mechanical stop, basic version, thread M 8 x 1, stroke 6 mm

Articolo

Denominazione Corsa Esecuzione Definizione Filetto
(mm)

K- 07 55 02 24 5 basic model Shock absorber M8x1

K- 07 55 02 25 6 basic model Shock absorber M8x1

K- 07 55 02 27 6 basic model Shock absorber M10x1

K- 07 55 02 28 7 basic model Shock absorber M10x1

K- 07 55 02 30 1 basic model Shock absorber M14x1,5

K- 07 55 02 31 12 basic model Shock absorber M14x1,5

K- 07 55 02 33 15 basic model Shock absorber M20x 1,5

K- 07 55 02 35 25 basic model Shock absorber M27 x 1,5

Nonostante il pit attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilita per le indicazioni contenute.
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