
K-W90 DRV AS-FS
Speed controllers, 90°,connection plug, with built-in indicator

Nonostante il più attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilità per le indicazioni contenute.
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Caratteristiche
pressione d'esercizio max. 1 MPa
pressione d'esercizio min. 0.10 MPa
Uscite 1
Numero di cavi di alimentazione 1
Orientamento finestra di visualizzazione 0°
Colore manopola Blue
Pressione di prova 1,50 MPa
Comando Flow governing
Temperatura del fluido -5 °C to +60 °C (ohne Gefrieren)
Temperatura ambiente -5 °C bis +60 °C (no freezing)
Mezzi Aria compressa
Materiale del tubo flessibile polyamid, soft polyamid, polyurethane,

FEP, PFA
Serie AS-FS
Altri dati large rotary knob with push-lock latch

larger free space under the hose
Lockable rotary knob, numeric display

Articolo
Denominazione Dimensioni

strutturali
Attacco uscita Attacco cavo di

alimentazione
Esecuzione Giri dell'ago Peso per m 

 (kg)
K- 07 30 30 54
K- 07 30 30 57
K- 07 30 30 55
K- 07 30 30 56
K- 07 30 30 62
K- 07 30 30 67
K- 07 30 30 58
K- 07 30 30 63
K- 07 30 30 59
K- 07 30 30 68
K- 07 30 30 64
K- 07 30 30 69
K- 07 30 30 60
K- 07 30 30 65
K- 07 30 30 70
K- 07 30 30 61
K- 07 30 30 66
K- 07 30 30 71
K- 07 30 30 72
K- 07 30 30 76
K- 07 30 30 73
K- 07 30 30 77
K- 07 30 30 74
K- 07 30 30 78
K- 07 30 30 75
K- 07 30 30 79
K- 07 30 30 82
K- 07 30 30 80
K- 07 30 30 83
K- 07 30 30 81
K- 07 30 30 84
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for hose outer-Ø2 mm
for hose outer-Ø3.2 mm
for hose outer-Ø4 mm
for hose outer-Ø6 mm
for hose outer-Ø3.2 mm
for hose outer-Ø3.2 mm
for hose outer-Ø4 mm
for hose outer-Ø4 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø6 mm
for hose outer-Ø6 mm
for hose outer-Ø8 mm
for hose outer-Ø8 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø12 mm
for hose outer-Ø10 mm
for hose outer-Ø10 mm
for hose outer-Ø12 mm
for hose outer-Ø12 mm
for hose outer-Ø16 mm
for hose outer-Ø16 mm

outer thread M 5
outer thread M 5
outer thread M 5
outer thread M 5
outer thread R 1/8
outer thread R 1/4
outer thread R 1/8
outer thread R 1/4
outer thread R 1/8
outer thread G 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 1/8
outer thread R 1/4
outer thread G 1/4
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread G 3/8
outer thread R 3/8
outer thread R 1/2
outer thread G 1/2
outer thread R 1/2
outer thread G 1/2
outer thread R 1/2
outer thread G 1/2

with sealing ring
with sealing ring
with sealing ring
with sealing ring
Teflon coated
Teflon coated
Teflon coated
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
Teflon coated
surface with sealing ring
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0,007
0,007
0,007
0,008
0,007
0,023
0,013
0,023
0,014
0,014
0,023
0,023
0,015
0,024
0,024
0,016
0,025
0,025
0,038
0,038
0,038
0,038
0,029
0,029
0,041
0,062
0,062
0,064
0,064
0,068
0,068


