K-ERSATZBEHAELTER HANSA MET

Spare tank HANSA metal HANSAVFLEX

Articolo

Denominazione Descrizione Dimensioni strutturali
K- 07 25 18 47 Metal bowl, incl. sight glass, for activated carbon filter 2

K- 07 25 18 48 Metal bowl, incl. sight glass, for activated carbon filter 1

K- 07 25 18 49 Metal bowl, incl. sight glass, for activated carbon filter 4

K- 07 25 18 50 Metal bowl, incl. sight glass, for filter / filter regulator 2 (G 3/8)

K- 07 25 18 51 Metal bowl, incl. sight glass, with automatic drain valve 2

K- 07 25 18 52 Metal bowl, incl. sight glass, for filter / filter regulator 1(G 1/4)

K- 07 25 18 53 Metal bowl, incl. sight glass, with automatic drain valve 1(G 1/4)

K- 07 25 18 54 Metal bowl, incl. sight glass, for filter / filter regulator 4 (G 3/4)

K- 07 25 18 55 Metal bowl, incl. sight glass, with automatic drain valve 4 (G 3/4)

K- 07 25 18 56 Metal bowl, incl. sight glass, for oil-mist lubricator 2

K- 07 25 18 57 Metal bowl, incl. sight glass, for oil-mist lubricator 1(G 1/4, G 3/8)
K- 07 25 18 58 Metal bowl, incl. sight glass, for oil-mist lubricator 4

& una parte di ricambio dei seguenti prodotti
K-NEBELOEL PC-BEHAEL SCHUTZK HANSA  Oil-mist lubricators

K-WTEH 2-TLG PC SCHU MANO HANSA

Service units, 2-piece with polycarbonate bowl, bowl guard and pressure gauge

K-WTEH 3-TLG PC SCH MANO HANSA

Service units, 3-piece with polycarbonate bowl, bowl guard and pressure gauge

Nonostante il pit attento esame non si possono escludere eventuali errori ed omissioni, non ci assumiamo alcuna responsabilita per le indicazioni contenute.

09.02.2026

HANSA-FLEX AG

www.hansa-flex.com



