WDS
Siurblio jungtis (3 skyliy), 90° kampas HANSA[/FLEX

Savybés

Konstrukcija Siurblio jungtis (triskylé)
Gaminio forma 90° kampas

Tvirtinimas su metriniy varzty rinkiniu

Tiekimo apimtis su metriniy varzty rinkiniu ir sandarinimo ziedu
Medziaga Plienas ST 42.3

PavirSiaus apsauga  padengtas galvaniniu bidu

Preké
Pavadinimas Slegis PB Varztai OR (Sandarinimo ziedas)
(bar)

WDS 0.5 12 315 26 G 1/2"-14 11,0 17 24 53 (3x)M5x20 14,00 x 1,78
WDS 0.5 38 315 26 G 3/8"-19 11,0 17 24 53 (3x)M5x20 14,00 x 1,78
WDS 1 12 315 30 G 1/2"-14 12,0 17 24 6,3 (3x)M6x20 15,88 x 2,62
WDS 1 38 315 30 G 3/8"-19 12,0 17 24 6,3 (3x)M6x20 15,88 x 2,62
WDS 2 12 315 40 G 1/2"-14 19,0 21 36 8,5 (3x)M8x25 23,81 x 2,62
WDS 2 34 315 40 G 3/4"-14 19,0 21 36 8,5 (3x)M8x25 23,81 x2,62
WDS 3 100 315 51 G1"-11 24,0 26 45 10,5 (3x)M10x30 31,42 x 2,62
WDS 3 34 315 51 G 3/4"-14 26,0 26 45 10,5 (3x)M10x30 31,42 x 2,62
WDS 3 B 100 315 56 G1"-11 26,0 26 45 10,5 (3x)M10x30 31,42 x 2,62
WDS 3B 34 315 56 G 3/4" -14 26,0 26 45 10,5 (3x)M10x30 31,42 x 2,62

PN = nominalusis slégis PB = maks. darbinis slegis

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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