WF LK M
Siurblio jungtis (4 skyliy), 90° kampas HANSA[/FLEX

Savybés

Konstrukcija Siurblio jungtis (keturskylé)
Gaminio forma 90° kampas

Norma DIN 3901/3902
Tvirtinimas su metriniy varzty rinkiniu

Tiekimo apimtis su varzty rinkiniu, sandarinimo ziedu, verzle ir
pjovimo ziedu
Medziaga kalusis ketus GTW40

PavirSiaus apsauga  padengtas galvaniniu bidu

Prekeé

Pavadinimas Serija | Slegis A 1 varztai 2 varztai OR (Sandarinimo
R

PB Ziedas)
(mm) (CED)

WF35LKL103156M L 140 10 315 M16x1,5 35 39 165 305 470 64 (29M6x22 (2x)yM6x35 20,0x2,5
WF35LKL123156M L 140 12 315 M18x1,5 35 39 165 305 470 64 (29M6x22 (2x)M6x35 20,0x2,5
WF35LKL15250M L 140 15 250 M22x1,5 35 39 165 300 460 64 (29M6x22 (2x)M6x35 20,0x2,5
WF35LKL18250M L 150 18 250 M26x15 35 39 200 300 475 64 (2x)M6x22 (2x)M6x40 20,0x2,5
WF40LKL15100M L 200 15 100 M22x15 40 42 225 300 460 64 (2x)M6x22 (2x)M6x45 26,0x2,5
WF40LKL18100M L 200 18 100 M26x1,5 40 42 225 305 470 64 (2x)M6x22 (2x)M6x45 26,0x2,5
WF40LKL22100M L 200 22 100 M30x2 40 42 225 305 475 64 (2X)M6x22 (2x)M6x45 26,0x2,5
WF40LKL28100M L 200 28 100 M36x2 40 42 280 325 490 64 (2x)M6x22 (2x)M6x50 26,0x2,5
WF40LKL35100M L 200 35 100 M45x2 40 42 340 305 520 64 (29M6x22 (2x)M6x60 26,0x2,5
WF55LKL35100M L 260 35 100 M45x2 55 58 320 385 620 84 (29M8x25 (2x)M8x60 32,0x2,5
WF55LKL42100M L 260 42 100 M52x2 55 58 400 380 610 84 (29M8x25 (2x)M8x70 32,0x2,5
WF35LKS16315M S 150 16 315 M24x15 35 39 200 295 480 64 (2x)M6x22 (2x)M6x40 20,0x2,5
WF35LKS20315M S 150 20 315 M30x2 35 39 250 345 560 64 (2x)M6x22 (2x)M6x45 20,0x2,5
WF40LKS20250M S 200 20 250 M30x2 40 42 225 295 500 64 (2x)M6x22 (2x)M6x45 26,0x2,5
WF55LKS20250M S 180 20 250 M30x2 55 58 240 345 5,0 84 (29M8x25 (2x)yM8x50 32,0x2,5
WF55LKS25250M S 200 25 250 M36x2 55 58 300 370 610 84 (29M8x25 (2x)M8x55 32,0x2,5
WF55LKS30250M S 260 30 250 M42x2 55 58 320 355 620 84 (29M8x25 (2x)M8x50 32,0x2,5

Serija: LL = labai lengvas L =lengvas S =sunkus — PN = nominalusis slégis PB = maks. darbinis slégis — @ RAD = iSorinis vamzdzio skersmuo

Gaminiy variantai
WF LK Siurblio jungtis (4 skyliy), 90° kampas, su metriniy varzty rinkiniu ir sandarinimo Ziedu

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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