WFS U (3000 / 6000 PSI)
SAE flanSinis adapteris, privirinamas, 90° kampas HANSA[/FLEX

Savybeés
Norma SAE J 518 C il
ISO 6162 ufe
Gaminio forma 90° kampas =
Konstrukcija Tarpinés privirinamos detalés SAE flanSo '
adapteris i
Tiekimo apimtis su 2 flan8y pusémis, varzty rinkiniu ir sandarinimo
ziedu
Medziaga S355J2G3 (ST52.3)

PavirSiaus apsauga  suteptas juodu tepalu

Nuoroda
Nurodytas nominalusis slégis yra nustatomas pagal SAE J 518 C, atsizvelgiant j flan§g ir privirinting vamzdj.

Preké
Pavadinimas Slegio Gaminio Varztai

serija dydis

WFS 3001-15U 3000 PSI 350 1/2" 15 11 11 381 540 175 608 456 39 38 87 (4x)UNC5/16x1.1/4
WFS 3001-16 U 3000 PSI 350 12" 16 10 10 381 540 175 60,8 456 39 38 87 (4x)UNC516x1.1/4
WFS 3002-18 U 3000 PSI 350 3/4" 18 15 19 476 649 222 709 518 42 45 107 (4x)UNC3/8x1.1/2
WFS 3002-20 U 3000 PSI 350 3/4" 20 14 17 476 649 222 709 518 42 45 107 (4x)UNC3/8x1.1/2
WFS 3002-22 U 3000 PSI 350 3/4" 22 18 19 476 649 222 709 518 42 45 107 (4x)UNC3/8x1.1/2
WFS 3002-25 U 3000 PSI 350 3/4" 25 17 17 476 643 222 709 518 42 45 107 (4x)UNC3/8x1.1/2
WFS 3003-25 U 3000 PSI 315 1" 25 19 21 524 69,9 262 792 584 45 50 10,7 (4x)UNC3/8x1.1/2
WFS 3003-28 U 3000 PSI 315 1" 28 24 25 524 699 262 792 584 45 50 107 (4x)UNC3/8x1.1/2
WFS 3003-30 U  3000PSI 315 1" 30 21 21 524 69,9 262 792 584 45 50 107 (4x)UNC3/8x1.1/2
WFS 3004-25 U 3000 PSI 250 1.1/4" 25 19 27 587 794 302 853 726 50 59 120 (4x)UNC7/16x1.1/2
WFS 3004-30U 3000 PSI 250 1.1/4" 30 22 27 587 794 302 853 726 50 50 120 (4x)UNC7/16x1.1/2
WFS 3004-35U 3000 PSI 250 1.1/4" 35 31 32 587 794 302 853 726 50 59 120 (4x)UNC7/16x1.1/2
WFS 3004-38 U 3000 PSI 250 1.1/4" 38 28 27 5,7 794 302 853 726 50 59 120 (4x)UNC7/16x1.1/2
WFS 3005-38 U 3000 PSI 200 1.1/2" 38 30 32 699 938 37 171 822 76 76 135 (4x)UNC1/2x1,3/4
WFS 3005-42 U 3000 PSI 200 1.1/2" 42 36 36 699 938 37 1171 822 76 76 135 (4x)UNC1/2x1,3/4
WFS 6001-16 U 6000 PSI 400 12" 16 10 10 405 560 182 616 472 39 38 87 (4x)UNC516x1.1/4
WFS 6002-16 U 6000 PSI 400 3/4" 16 10 17 508 710 238 780 600 48 48 107 (4x)UNC3/8x1.1/2
WFS 6002-20 U 6000 PSI 400 3/4" 20 12 17 508 71,0 238 780 600 48 48 107 (4x)UNC3/8x1.1/2
WFS 6002-25 U 6000 PSI 400 3/4" 25 15 177 508 710 238 780 600 48 48 107 (4x)UNC3/8x1.1/2
WFS 6003-25 U 6000 PSI 400 1" 25 15 20 572 810 278 940 696 60 60 *1 (4 x) UNC 7/16 x 1.1/2
WFS 6003-30 U 6000 PSI 400 1" 30 22 25 572 810 278 940 696 60 60 *1 (4 x) UNC 7/16 x 1.1/2
WFS 6004-30U  6000PSI 315 1.1/4" 30 22 27 667 950 318 1066 772 68 68 2 (4 x) UNC 1/2 x 1,3/4
WFS 6004-38 U  6000PSI 315 1.1/4" 38 28 30 667 950 318 1066 772 68 68 *2 (4 x) UNC 1/2 x 1,3/4
WFS 6005-38 U 6000 PSI 315 1.1/2" 38 28 32 794 1130 365 1235 950 76 76 170 (4x)UNCS5/8x2

PN = nominalusis slégis PB = maks. darbinis slégis

*1) = pasirinktinai 12,0 arba 12,5 — *2) = pasirinktinai 13,5 arba 14,5

Gaminiy variantai
WFS (3000 PSI) SAE flanSinis adapteris, privirinamas, 90° kampas, tik flan§as
WFS M (3000 /6000 PSI) SAE flanSinis adapteris, privirinamas, 90° kampas, su 2 flanSy pusémis, varzty rinkiniu ir sandarinimo Ziedu

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
10.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



