KUEHLER
AuSinimo Zama HANSAVFLEX

Savybes

Taikymo sritis Ausintuvo zarna

Norma DIN 73411

Vidinis sluoksnis EPDM

|déklas iki ID 19: poliesterio tinklelio jdéklas, nuo 1D 20:

viskozés tinklelio jdéklas
ISorinis sluoksnis EPDM (nuo ID 20 mm su audinio jdéklu)

Spalva juoda

Temperatira min.  -40 °C

Temperatiara max. 120 °C

MedzZiagos ausinimo vanduo
ausinimo skysciai

Prekeé
Pavadinimas Vid. skersmuo x sienelé Darbinis slégis Kritinis plySimo slégis Ritinio ilgis
(CED) (CED) (m)
KUEHLER 08-3.5 8x3,5 4,0 12 40
KUEHLER 10-3.5 10x3,5 4,0 12 40
KUEHLER 12-3.5 12x3,5 4,0 12 40
KUEHLER 13-3.5 13x3,5 4,0 12 40
KUEHLER 15-3.5 15x3,5 4,0 12 40
KUEHLER 16-3.5 16 x 3,5 4,0 12 40
KUEHLER 18-3.5 18x3,5 4,0 12 40
KUEHLER 20-3.5 20x 3,5 4,0 12 40
KUEHLER 22-3.5 22x3,5 4,0 12 40
KUEHLER 25-3.5 25x3,5 4,0 12 40
KUEHLER 28-4 28 x4 4,0 12 40
KUEHLER 30-4 30 x4 4,0 12 40
KUEHLER 32-4 32x4 4,0 12 40
KUEHLER 35-4 35x4 4,0 12 40
KUEHLER 38-5 38x5 4,0 12 40
KUEHLER 40-5 40x 5 4,0 12 40
KUEHLER 42-5 42 x5 4,0 12 40
KUEHLER 45-5 45x5 4,0 12 40
KUEHLER 50-5 50x 5 4,0 12 40
KUEHLER 55-5 55 x5 4,0 12 40
KUEHLER 60-5 60 x 5 4,0 12 40
KUEHLER 70-5 70x 5 4,0 12 40
KUEHLER 90-6 90 x 6 4,0 12 40

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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