ND AJ
|[kiSamas nipelis, DKJ HANSA[/FLEX

Savybés

1 jungtis UN/UNF verzlés sriegis

1 sandarinimo forma  74° vidinis klgis

Trumpinys DKJ G1
Norma ISO 8434-2 1
MedzZiaga Plienas

PavirSiaus apsauga  padengtas galvaniniu bdu

Nuoroda
Nepazeistus nipelius galima pakartotinai naudoti.

Prekeé
Pavadinimas DN Dydis Colis G1 L1 S1
(mm)

ND 06 AJ 6 4 1/4" 7/16" -20 UNF 40,0 14
ND 06 AJ 08 6 4 1/4" 1/2" -20 UNF 40,0 17
ND 10 AJ 10 6 3/8" 9/16" -18 UNF 45,0 19
ND 13 AJ 12 8 1/2" 3/4" -16 UNF 51,0 22
ND 13 AJ 16 12 8 1/2" 7/8" -14 UNF 65,0 27
ND 16 AJ 16 10 5/8" 7/8" -14 UNF 65,0 27
ND 20 AJ 19 12 3/4" 1.1/16" -12 UN 67,0 32
ND 25 AJ 25 16 1" 1.5/16" -12 UN 70,0 41
Priedai

ND ASR GE, RO, BL  Atraminis jkiSamo nipelio Ziedas

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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