PA 500 SF 90 A
Presuojama armatara, SFL 90° kampas HANSA[/FLEX

Savybés L1 -
Taikymo sritis presuojama armatura zarnoms HD 500 i
1 jungtis SAE flan$o jungtis 3000 PSI DM i
1 sandarinimo forma  plok&ciai sandarinantis su sandarinimo Ziedu I L2

- H
Trumpinys SFL 1
Norma SAE J518 | D i

ISO 6162-1 [

ljungimas su iSpléSimo apsauga (Interlock)
Tiekimo apimtis Presuojamas nipelis + presuojamas aptaisas
Medziaga Plienas

PavirSiaus apsauga  padengtas galvaniniu bdu

Preké

Pavadinimas Flanso dydis

PA 720 SF 90 19 12 3/4" 3/4" 38,1 6,8 127,5 58,0
PA 720 SF 25 90 19 12 3/4" 1" 44,5 8,1 127,5 61,0
PA 725 SF 20 90 25 16 1" 3/4" 38,1 6,8 144,0 64,5
PA 725 SF 90 25 16 1" 1" 44,5 8,1 158,0 67,0
PA 725 SF 32 90 25 16 1" 1.1/4" 50,8 8,1 158,0 69,5
PA 532 SF 25 90 A 31 20 1,1/4" 1" 44,5 8,0 162,0 76,0
PA 532 SF 90 A 31 20 1,1/4" 1.1/4" 50,8 8,0 181,0 79,5
PA 532 SF 40 90 A 31 20 1,1/4" 1.1/2" 60,3 8,0 182,0 86,7
PA 540 SF 32 90 A 38 24 1,1/2" 1.1/4" 50,8 8,0 193,0 94,0
PA 540 SF 90 A 38 24 1,1/2" 1.1/2" 60,3 8,0 211,0 99,0
PA 540 SF 50 90 A 38 24 1,1/2" 2" 71,4 9,5 218,0 100,0
PA 550 SF 90 A 51 32 2" 2" 71,4 9,5 250,0 112,5

Gaminiy variantai
PA 500 SF 90 VA  Presuojama armatira, SFL 90° kampas, nerudijantysis plienas

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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