GMM 100 HFR

Manometras su glicerino uzpildu

HANSAVFLEX

Savybés

Konstrukcija Pipe spring pressure gauge with glycerine
filling

Tvirtinimas priekinis Ziedas su tvirtinimo kiaurymémis

1 jungtis cilindrinis BSP iSorinis sriegis

1 sandarinimo forma

ploksg&iai sandarinantis, su kakliuku

HAmsAFFLEx

Jungtis gale, ekscentrinis
Norma EN 837-1
Slopinimas glicerino uzpildmo pagalba

Temperatiros diapazonas

vidutinis maks. +60 °C
Aplinkos -20 °C iki +60 °C

Nuoroda

Naudojimo sritis esant apkrovai ramybés busenoje: 3/4 x skalés galutines reikSmé.
Naudojimo sritis esant kintamai apkrovai: 2/3 x skalés galutiné reikSmé.

Prekeé

Pavadinimas

Nominalusis dydis & Skalés diapazonas

Kokybés klasé Jungtis

GMM 100-0.6 HFR 100 0..0,6 1,0 G1/2"-14
GMM 100-1 HFR 100 0...1 1,0 G1/2"-14
GMM 100-1.6 HFR 100 0...1,6 1,0 G1/2"-14
GMM 100-2.5 HFR 100 0..2,5 1,0 G1/2"-14
GMM 100-4 HFR 100 0.4 1,0 G 1/2"-14
GMM 100-6 HFR 100 0...6 1,0 G1/2"-14
GMM 100-10 HFR 100 0...10 1,0 G1/2"-14
GMM 100-16 HFR 100 0...16 1,0 G 1/2"-14
GMM 100-25 HFR 100 0...25 1,0 G1/2"-14
GMM 100-40 HFR 100 0...40 1,0 G1/2"-14
GMM 100-60 HFR 100 0...60 1,0 G1/2"-14
GMM 100-100 HFR 100 0...100 1,0 G 1/2"-14
GMM 100-160 HFR 100 0...160 1,0 G1/2"-14
GMM 100-250 HFR 100 0...250 1,0 G1/2"-14
GMM 100-400 HFR 100 0...400 1,0 G1/2"-14
GMM 100-600 HFR 100 0...600 1,0 G1/2"-14
GMM 100-1000 HFR 100 0...1000 1,0 G1/2"-14
Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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