2 OKVC

Gnybtai su 2 auselémis

HANSAVFLEX

Savybés
Taikymo sritis Zarny pritvirtinimai Zemo ir vidutinio slégio srityse.
MedzZiaga Plienas

PavirSiaus apsauga  chromuotas, blizgus, cinkuotas

Preké
Pavadinimas |tempimo diapazonas (mm) Juostos plotis
(mm)
20K 3-5VC 3,0-5,0 5,0
20K 3.1-4.1VC 3,1-41 3,5
20K 3.5-45VC 3,5-45 3,5
20K 5-7VC 50-7,0 6,0
20K7-9VC 7,0-9,0 7,0
2 0K 8-11VC 8,0-11,0 7,0
2 0K 9-11VC 9,0-11,0 7,0
20K 11-13VC 11,0-13,0 7,0
20K 13-15VC 13,0-15,0 7,5
2 OK 15-17 VC 15,0-17,0 8,0
2 0K 15-18 VC 15,0 - 18,0 8,0
2 0K 16-19 VC 16,0 - 19,0 8,0
2 0K 17-20 VC 17,0- 20,0 8,5
2 OK 19-22VC 19,0-22,0 9,0
2 OK 20-23 VC 20,0-23,0 9,0
2 OK 22-25 VC 22,0-25,0 10,0
2 OK 23-25 VC 23,0-25,0 10,0
2 OK 23-27 VC 23,0-27,0 10,0
2 OK 25-28 VC 25,0 - 28,0 10,0
2 OK 27-31 VC 27,0-31,0 10,0
2 OK 28-31VC 28,0-31,0 10,0
2 OK 31-34 VC 31,0-34,0 10,0
2 OK 34-37 VC 34,0-37,0 10,0
2 OK 37-40 VC 37,0 - 40,0 10,0
2 OK 40-43 VC 40,0 - 43,0 10,0
2 0K 43-46 VC 43,0 - 46,0 10,0
Gaminiy variantai
2 0K Gnybtai su 2 auselémis, padengtas galvaniniu budu
2 OKVA Gnybtai su 2 auselémis, neridijantysis plienas
Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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