CLIC
Zarny savarza HANSA[/F LEX

Savybés
Konstrukcija  neprisukamos Zarny sgvarzos
MedzZiaga nerudijantis chromnikelio plienas
Aprasas
CLIC zarny sgvarza patikimai jungia zarny atramines sistemas.
Preké
Pavadinimas |tempimo diapazonas (mm) Juostos plotis
(mm)
CLIC 11.5-125 11,56-12,5 7,0
CLIC 12-13 12,0-13,0 7,0
CLIC 13-14 12,5-14,0 8,0
CLIC 14-15 13,56-15,0 8,0
CLIC 15-16 14,5-16,0 8,0
CLIC 16-17 15,5-17,0 8,0
CLIC 17-18 16,5-18,0 8,0
CLIC 18-19 17,5-19,0 8,0
CLIC 19-20 18,5-20,0 8,0
CLIC 20-21 19,5-21,0 8,0
CLIC 20.5-21.5 20,5-22,0 8,0
CLIC 21.5-23 21,5-23,0 8,0
CLIC 22.5-24 22,5-24,0 8,0
CLIC 23.5-25 23,5-25,0 8,0
CLIC 25.5-27 25,5-27,0 8,0
CLIC 26.5-28 26,5-28,0 8,0
Priedai

CLIC ZANGE  CLIC sgvarzy znyplés

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
31.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



