SBS 220/ 225
Apkaba su suspaudimo kumsteliais HANSA[/FLEX

Savybeés
Taikymo sritis guminéms ir plastikinéms zarnoms
Konstrukcija Zarny savarza

Konstrukcijos priedas 2 daliy su prispaudimo kumsteliu pagal DIN 3017

Medziaga Plienas

PavirSiaus apsauga padengtas galvaniniu bidu

Preké
Pavadinimas maziausias 9 Juostos plotis
(mm) (mm)
SBS 220-42 42 20,0
SBS 220-44 44 20,0
SBS 220-46 46 20,0
SBS 220-48 48 20,0
SBS 220-50 50 20,0
SBS 220-52 52 20,0
SBS 220-54 54 20,0
SBS 220-56 56 20,0
SBS 220-58 58 20,0
SBS 220-60 60 20,0
SBS 220-62 62 20,0
SBS 220-64 64 20,0
SBS 220-66 66 20,0
SBS 220-68 68 20,0
SBS 220-70 70 20,0
SBS 220-72 72 20,0
SBS 220-74 74 20,0
SBS 220-76 76 20,0
SBS 220-78 78 20,0
SBS 220-80 80 20,0
SBS 220-82 82 20,0
SBS 220-84 84 20,0
SBS 220-86 86 20,0
SBS 220-88 88 20,0
SBS 220-90 90 20,0
SBS 220-92 92 20,0
SBS 220-94 94 20,0
SBS 220-96 96 20,0
SBS 220-98 98 20,0
SBS 220-100 100 20,0
SBS 225-42 42 25,0
SBS 225-44 44 25,0
SBS 225-46 46 25,0
SBS 225-48 48 25,0
SBS 225-50 50 25,0
SBS 225-52 52 25,0
SBS 225-54 54 25,0
SBS 225-56 56 25,0
SBS 225-58 58 25,0
SBS 225-60 60 25,0
SBS 225-62 62 25,0
SBS 225-64 64 25,0
SBS 225-66 66 25,0
SBS 225-68 68 25,0
SBS 225-70 70 25,0
SBS 225-72 72 25,0
SBS 225-74 74 25,0
SBS 225-76 76 25,0
SBS 225-78 78 25,0
SBS 225-80 80 25,0
=

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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SBS 220/ 225
Apkaba su suspaudimo kumsteliais HANSA[/FLEX

Preké
Pavadinimas maziausias & Juostos plotis
(mm) (mm)
SBS 225-82 82 25,0
SBS 225-84 84 25,0
SBS 225-86 86 25,0
SBS 225-88 88 25,0
SBS 225-90 90 25,0
SBS 225-92 92 25,0
SBS 225-94 94 25,0
SBS 225-96 96 25,0
SBS 225-98 98 25,0
SBS 225-100 100 25,0

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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