SRS 1-5 D VG
Vamzdziy apkaba, dvigubi vamzdziai HANSA[/FLEX

Savybeés : -
Konstrukcija dviguba vamzdziy apkaba ["' "']
Konstrukcijos priedas  sgvarzos vidus, lygus m 5‘:1 A
Norma DIN 3015-3 mé,’? mtﬂ' . Y H
Temperatira min.  -50 °C '
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Temperatira max. 120 °C

Medziaga iStisiné gumelé Shore 64°/73°

Nuoroda
Zarny ir kabeliy laikymui silomos apkabos lygiu vidumi. Tada montuojama be jtempimo, dél ko bloko aukstis H sumazéja dydziu, atitinkanciu
plySio matmenj S1.

uZsakymo nuorodos
1 vienetas = 2 apkabos pusés

Preké
Pavadinimas Savarzos dydis Vamzdzio iSorinis & d2 Vamzdzio iSorinis @ d2

(mm)

SRS 106.4DVG 1 6,4 1/4" 20 30 27 36 1,0
SRS 109.5DVG 1 9,5 3/8" 20 30 27 36 1,0
SRS 212.7DVG 2 12,7 172" 29 30 26 53 1,2
SRS 213.5DVG 2 13,5 - 29 30 26 53 1,2
SRS 217.2DVG 2 17,2 - 29 30 26 53 1,2
SRS 321.3DVG 3 21,3 - 36 30 37 67 1,6
SRS 426.9DVG 4 26,9 - 45 30 42 82 2,0
SRS 533.7DVG 5 33,7 - 56 30 54 106 2,0
SRS 106 D VG 1 6,0 - 20 30 27 36 1,0
SRS 108 D VG 1 8,0 5/16" 20 30 27 36 1,0
SRS 110 D VG 1 10,0 - 20 30 27 36 1,0
SRS 112D VG 1 12,0 - 20 30 27 36 1,0
SRS 214 D VG 2 14,0 - 29 30 26 53 1,2
SRS 215D VG 2 15,0 - 29 30 26 53 1,2
SRS 216 D VG 2 16,0 5/8" 29 30 26 53 1,2
SRS 218 D VG 2 18,0 - 29 30 26 53 1,2
SRS 319 D VG 3 19,0 3/4" 36 30 37 67 1,6
SRS 320 D VG 3 20,0 - 36 30 37 67 1,6
SRS 322 D VG 3 22,0 - 36 30 37 67 1,6
SRS 325 D VG 3 25,0 1" 36 30 37 67 1,6
SRS 428 D VG 4 28,0 - 45 30 42 82 2,0
SRS 430 D VG 4 30,0 - 45 30 42 82 2,0
SRS 532 D VG 5 32,0 1.1/4" 56 30 54 106 2,0
SR8 535D VG 5 35,0 - 56 30 54 106 2,0
SRS 538 D VG 5 38,0 1.1/2" 56 30 54 106 2,0
SRS 542 D VG 5 42,0 - 56 30 54 106 2,0

Gaminiy variantai

SRS 1-5 D PA Vamzdziy apkaba, dvigubi vamzdZziai, sgvarzos vidus su rifliais
SRS 1-5 D PP Vamzdziy apkaba, dvigubi vamzdZiai, sgvarzos vidus su rifliais
SRS 1-5 D PP G Vamzdziy apkaba, dvigubi vamzdziai, sgvarzos vidus, lygus

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
19.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



