DDEM P
Stamoklio tarpiklis, DDEM-P HANSA,/ FLEX

Savybeés A P

Konstrukcija Stumoklio U formos Ziedinis tarpiklis P

Darbinis slégis iki 16 bar | T ! o

Slydimo greitis max. 1,0 m/s ‘Fl IU( " g-_.:

Konstrukcija Metrinis ' N =

Temperatira min. -30 °C :

Temperatira max. 80 °C Tol;mnz L Loleranclf -

Medziagos oras Haseg | he +g-5“ g O

Montavimas ant vientisy stamokliy A e (mm} < 8,2 - 0,001 F {bar}
ant stumokliy B, kurie susideda i$ keliy daliy M=d+1,7E

MedzZiaga 90° Shore A PUR

Panaudojimas Hidraulika + pneumatika

Aprasas

mazos trinties tarpiklis.
Paprastas sprendimas.

uzsakymo nuorodos
20-510 skersmens tarpikliy galime pagaminti skubiai.

Preké
Pavadinimas D o] L
(mm) (mm) (mm)
DDEM 20 14-P 20 14 4,5
DDEM 25 17-P 25 17 55
DDEM 32 24-P 32 24 6,0
DDEM 40 30-P 40 30 7,5
DDEM 50 40-P 50 40 7,5
DDEM 55 45-P 55 45 7,5
DDEM 60 50-P 60 50 7,5
DDEM 63 53-P 63 53 7,5
DDEM 65 55-P 65 55 75
DDEM 70 58-P 70 58 9,5
DDEM 75 63-P 75 63 9,5
DDEM 80 68-P 80 68 9,5
DDEM 85 73-P 85 73 9,5
DDEM 90 78-P 90 78 9,5
DDEM 000 88-P 100 88 9,5
DDEM 100 95-P 110 95 11,0
DDEM 201 05-P 120 105 11,0
DDEM 25 110-P 125 110 11,0
DDEM 60 145-P 160 145 11,0
DDEM 80 160-P 180 160 15,0
DDEM 00 180-P 200 180 15,0

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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