DSR UP
Dvigubas nubraukimo ziedas, DSR-UP HANSA[/FLEX

Savybés

Konstrukcija Nubraukimo Ziedas L I

- — L ra W
Slydimo greitis max. 0,5 m/s L\g | /'J H

Temperatiira min. -30 °C — _

Temperatira max. 80 °C

MedzZiagos Mineralinés alyvos Toleranz / Tolerance
- T = . d D L [C F| G
Montavimas Nubraukimo Ziedg deformuoti j ovalo forma ir +0.20 +0.20
prispausti j griovelj h11 | H11 0‘ H10 | H11 D, \_//lﬁ,:_.—-—-}
Panaudojimas Hidraulika " C- -
Medziaga PUR
Aprasas

taip pat nubraukia nuo sandarinamos ertmés nutekanciag alyvag
lengvas montavimas

Preké
Pavadinimas

(
DSR 18-UP 26 18 4,0 24 21,5 6,0 2 8
DSR 22-UP 22 22 4,0 28 25,5 6,0 2 8
DSR 32-UP 40 32 4,0 38 35,5 6,0 2 8
DSR 35-UP 43 35 4,0 41 38,5 6,0 2 8
DSR 36-UP 44 36 4,0 42 39,5 6,0 2 8
DSR 40-UP 48 40 4,0 46 43,5 6,0 2 8
DSR 45-UP 53 45 4,0 51 48,5 6,0 2 8
DSR 50-UP 58 50 4,0 56 53,5 6,0 2 8
DSR 55-UP 63 55 4,0 61 58,5 6,0 2 8
DSR 56-UP 64 56 4,0 62 59,5 6,0 2 8
DSR 60-UP 68 60 4,0 66 63,5 6,0 2 8
DSR 63-UP 71 63 4,0 69 66,5 6,0 2 8
DSR 80-UP 88 80 4,0 86 83,5 6,0 2 8
DSR 90-UP 98 20 4,0 96 93,5 6,0 2 8
DSR 100-UP 108 100 4,0 106 103,5 6,0 2 8

Nepaisant kruopstaus patikrinimo, negalime atmesti klaidy tikimybés, todél uZ esamus duomenis neatsakome.
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